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ABSTRACT 


The backbone of the success of the United States Naval Forces has been its ability 
to train for future events. By conducting successful training operations, the Navy has 
prepared for real-world operations. The principle, “fight like you train, train like you 
fight,” has no less significance today than it did in the past. The purpose of this thesis is 
to develop a new, robust analogous area determination tool for the USN Fleet. This 
thesis builds upon previous approaches by expanding the potential analogous areas to the 
entire globe, and including more environmental parameters in the analogous area 
determination process. In addition, a different approach is used in determining the 
analogous areas. Instead of a MATLAB-based, fuzzy logic approach, this method uses 
ArcMap software as a tool for performing analogous area searches and display of results. 
This method is more efficient and user-friendly than the fuzzy logic approach, and allows 
users to easily tailor the process to meet any requirement. The focus of this thesis is 
primarily on acoustic features within the water column, but other important 
environmental features are analyzed. The end result is an effective and accurate 
analogous area tool ready for immediate use in the fleet. 
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I. 


BACKGROUND 


A. BACKGROUND 

In order for the United States Navy (USN) to maintain its superiority of the seas it 
is imperative that it eontinue to follow the same prineiple that has been followed for 
years. That is, to train like you fight and fight like you train. The ability to understand 
and tactically use the ocean environment is critical for successful USN exercises and 
operations. The challenge is finding areas as close as possible to homeports that will 
present a similar environment to the one in which the “fighting” will take place. 
Consider an Anti-submarine Warfare (ASW) operation with surface ships searching for 
an enemy submarine. When engaged in submerged operations, without visual aids and 
radar, submarine sonar operators must listen to the ocean environment in order for the 
submarine to remain undetected and out of harms’ way. Similarly, surface ships must use 
their sonar to try to detect the submarine. The physics of ocean acoustic propagation, 
which is determined by the ocean environment, determine whether or not it will be heard 
or detected. 

In recent years, ASW has garnered much interest from USN officials. 
Collaboration between the Submarine force and the Naval Warfare Development Center 
has identified the need for a tool to aid in the determination of analogous areas so that 
USN forces can effectively train in environmentally similar areas to those where 
operations will be conducted. This requires significant evaluation of the parameters that 
affect sound propagation and how they change temporally and spatially. Bathymetry, 
bottom type, sediment thickness, and ambient noise are all parameters affecting 
submarine detection and need evaluation. Perhaps the most important of these is the 
sound speed profile (SSP), also known as the sound velocity profile (SVP). If a set of 
parameters could be defined to characterize the SSP, selection criteria could be produced 
to find ocean areas similar to areas of expected operations. These selection criteria would 
vary depending on mission type. Several attempts to characterize the SSP and determine 
a method to locate analogous areas have been attempted, with two of the more recent 
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ones discussed here. Shortcomings are evident in these earlier approaches, making clear 
the need to develop a more thorough and useful tool in analogous area determination that 
is of more immediate use to the fleet. 

1. Miyamoto and Kooiman’s Environmental Site Analyzer (ESA) 

Mr. Bob Miyamoto and Mr. Bill Kooiman of the Applied Physics Laboratory 
(APL) at the University of Washington developed the Environmental Site Analyzer 
(ESA) in the late 1990’s (Miyamoto, 1999). The motivation behind the ESA was the 
need to design acoustic systems to operate effectively in a variety of locations. While 
conducting developmental testing in the continental United States (CONUS) waters 
reduces costs and resources, evaluating system performance in areas analogous to waters 
in other parts of the world would maximize the value of the testing. Areas were selected 
to meet the following criteria: 28 locations (14 in CONUS waters and 14 overseas), sized 
60 nautical miles (nm) by 60nm, and only shallow water (<500 meters (m)) data within 
the 1200 square nautical mile area used in determining analogous areas. The ESA is very 
useful for the specific purpose of finding locations to test acoustic systems in CONUS; 
however, the ESA is not as useful for applications specific to USN training and 
operations (operating outside CONUS). 

The Miyamoto ESA uses sound speed profiles (grouped into one of nine 
categories), bathymetry, bottom characteristics, rainfall data, shipping density, and wind 
speed as parameters of interest to determine analogous areas. Table 1 gives the nine SSP 
categories used in the ESA. 


2 



ISOVELOCITY 

Max - Miii< 2 m/s 

UPWARD REFRACTING 

Min at surface and Max at bottom 

CHANNEL 

Min not at surface or bottom 

DEEP LAYER 

Max > 200 ft 

INTERMEDIATE LAYER 

75 ft < Max < 200 ft 

SHALLOW LAYER 

25 ft < Max < 75 ft 

MILDLY DOWNWARD REFRACTING 

Max < 25 ft and slope (below layer gradient) < 0.05 

INTERMEDIATE DOWNWARD REFRACTING 

Max < 25 ft and 0.05 < slope <0.1 

STEEP DOWNWARD REFRACTING 

Max < 25 ft and slope >0.1 


Table 1. Environmental Site Analyzer (ESA) SSP Types. Max and Min refer to the 

maximum and minimum sound speeds in the profile. [Erom Miyamoto, 1999]. 


At the heart of the ESA is a comparison algorithm that determines the similarity 
of two sites based on the environmental parameters. This algorithm is implemented using 
fuzzy logic to handle the three different types of parameters (binary/multi-level, 
numerical, statistical) used. Each parameter is assigned membership into one or more 
fuzzy sets, after which, fuzzy entropy is used to measure the similarity of the parameters 
at two different sites. Once accomplished, heuristic rules are applied to the parameters to 
control their weight. Binary and multi-level parameters, such as bottom loss, are 
assigned membership into one of three sets (low, medium, and high), based on classical 
set theory. If, for example, bottom loss at a particular site was evaluated as low, then its 
assigned membership into the fuzzy low set is 1.0 and zero in the fuzzy medium and 
fuzzy high sets. Numerical parameters, such as shipping, are assigned into one or more 
of the three fuzzy sets based on the rank of the site compared to all other sites. The fuzzy 
sets of low, medium, and high correspond to the 0* percentile, 50**^ percentile, and 100*’^ 
percentile, respectively. Eor example, a value of 0.6 (60**' percentile) would be assigned a 
zero membership into the fuzzy low set, but have a 0.8 membership in the fuzzy medium 
set and a 0.2 membership in the fuzzy high set. Einally, statistical parameters like sound 
speed are assigned membership into the fuzzy sets based on the percentage of 

observations of each type of the nine SSP classifications. The likeness between two sites 
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is then determined. The likeness, or fuzzy entropy, is determined from the ratio of the 
sum of the minimum of the fuzzy set memberships to the sum of the maximum of the 
fuzzy set memberships. Weights are then assigned based on heuristic rules. Suppose that 
the SSP for a particular site was determined to be upward refracting where all sound 
waves leaving any point in the profile refract towards the surface. In such an example, 
bottom parameters would be less important and assigned a lower weight than other 
parameters. The final step of the ESA multiplies the likeness factor of each parameter 
by its weight, adds them up, and then divides the total by the sum of the weights to 
achieve the similarity match score of the two sites. Because the data used in the ESA is 
only for shallow water, this approach is not effective outside shallow water areas and 
would require a different set of heuristic rules to determine weights for areas where 
deeper waters exists. This is the approach taken by ECDR Keith Everett and is discussed 
next. 


2. LCDR Keith Everett’s USW Area Analogs 

Eor his master’s thesis entitled “EISW Area Analogs,” ECDR Keith Everett, USN, 
developed a method to determine undersea warfare analogous areas within the USN Elect 
Training Areas. ECDR Everett attempted to further build upon the idea and methodology 
of Miyamoto’s ESA by constructing an approach taking deep water areas into account. 

The first step in the process was to define methodology to characterize the SSP. 
Several methods, ideally, can be used to define the SSP. One approach would be to take 
only several key parameters, like Mixed Eayer Depth (MED) or Deep Sound Channel 
Axis Depth (DSCD) and compare them between locations. Another option would be to 
compare the profiles point by point and assign matches based on how many points the 
profiles have in common. Categorizing the SSPs, as in the ESA, is also another 
alternative (Everett, 2005, p.23-24). The SSP can be very complex, especially in deeper 
waters, so none of the methods above are robust enough to perform an accurate 
classification. A more accurate method, used by ECDR Everett, is to generate a larger, 
more descriptive, set of parameters corresponding to key features in the profile. These 
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parameters then beeome the fuzzy logie sets used to identify analogous areas. Many of 
these parameters were used for the SSP eharaeterization in this thesis and will be 
diseussed in Chapter II. 

After identifying the SSP’s key parameters, LCDR Everett extraeted sound speed 
data from the Generalized Digital Environmental Model (GDEM) database and imported 
it into MATLAB seientifie language eode, where a program elassified the ingested sound 
speed data. The output of the program was a set of matriees eontaining 19 deseriptive 
parameters for eaeh seleeted latitude and longitude loeation. One matrix eontained the 
parameter values for the USN Eleet Training Areas (East Coast, West Coast, and Hawaii) 
and a seeond matrix for a seleeted target area. A seeond and third program was then 
utilized to add sediment thiekness values to the previous USN and target area matriees, 
respeetively. The output was a matrix eontaining 20 deseriptive parameters for eaeh SSP: 
three for loeation and month, four binaries used for heuristie rules, and 13 for physieally 
deseribing the SSPs (Everett, 2005, p.50). 

The next step in the proeess formed the fuzzy entropy sets, based on ranking the 
13 physieal parameters by pereentile within the entire data set. As in the ESA, three 
fuzzy set membership groups were used (high, medium, and low) eorresponding to the 
100*, 50*, and 0* pereentile, respeetively. The fuzzy entropy was ealeulated, as 
diseussed previously, ereating a fuzzy entropy matrix. The four binary parameters were 
then used in heuristie rules to determine the weights applied to the 13 physieal 
parameters. A “weight” matrix was generated and multiplied by the fuzzy entropy 
matrix to produee a set of weighted entropies for eaeh loeation. After summing the 
weighted entropies and normalizing by the sum of the weights for eaeh loeation, the 
output eonsisted of a set of total weighted fuzzy entropies by loeation and month, 
representing the “mateh seore” for eaeh loeation eompared to the target loeation (Everett, 
2005, p. 53, 55-56). These steps were also eompleted using an additional MATLAB 
program. In order to provide a display of the mateh seore, AreMap software was used. 
An example of a monthly mateh seore display for a deep water example is shown in 
Eigure 1. A more in-depth diseussion of AreMap will be ineluded in Chapter III, as the 
software is used extensively in this thesis. 
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Figure 1. Match Score for January in Deep Water. [From Everett, 2005, p. 92], 


Both Mr. Miyamoto’s ESA and ECDR Everett’s EiSW Area Analogs failed to 
take full advantage of the range of data and resources available for determining 
analogous areas. While their work was quite beneficial in providing the ground work for 
analogous area determination, the process used in this thesis generates the necessary 
criteria for accurately determining analogous areas. The methodology and data used 
covers the global oceans and seas and allows for determining analogous areas for any 
location EISN surface ships and submarines may operate. Additionally, the method used 
in this thesis is useful for various EISN organizations and can be tailored to meet any 
mission that requires at-sea training. As additional databases become available, the 
ArcMap software used in this thesis for both analogous area determination and display 
allows for the easy importation of such data so more search criteria can be used. 
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B. OUTLINE 


The organization of this thesis is diseussed below. Chapter II presents the 
methodology and deseription of the parameters used to charaeterize the sound speed 
profde (SSP), as well as deseribing oeean bottom parameters and oeean surfaee faetors 
(wind and wave height) benefieial to analogous area determination. Also ineluded are the 
databases from whieh the aeoustieally important data ean be obtained. Chapter III 
presents the proeess used to aequire and manipulate the data for importation into AreMap 
software. Chapter IV presents the in-depth proeess and methodology that an analogous 
area determination tool user would perform to determine analogous areas. Chapter V 
presents the results of testing and validating the tool with an example seenario. Finally, 
eonelusion and recommendations are presented in Chapter VI. Because a crucial aspect 
in finding analogous areas is data processing and manipulation, a flowchart and 
subsequent description will be included to guide the reader through the actual process 
used in this thesis. 
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II. APPLICABILITY OF ENVIRONMENTAL AND 
OCEANOGRAPHIC PARAMETERS 


A. DATA REQUIREMENT 

Determining the aeoustieally signifieant data useful in an analogous area tool is 
eritieal to ensuring that results are aecurate and trustworthy. Seleetion of this data 
requires analysis of the proeesses underlying the deteetability of an underwater 
submarine or mine and is eharaeterized by the passive and active sonar equations. Proper 
utilization of data that represent inputs into the sonar equations allows for prediction of 
sound propagation and, therefore, analogous area determination. Since the primary focus 
of a submerged submarine is to remain undetected, minimizing the acoustic transmission 
is extremely important. For surface ships and submarines engaging in ASW operations, 
both active and passive sonars will be utilized to either remain undetected (submarine) or 
to detect. Success or failure of this is quantified by the active and passive sonar 
equations below (Urick, 1983, p. 29): 

Active Sonar Equations: 

Noise background 

SL - 2TL + TS = NL - DI + DT 

Reverberation background 

SL - 2TL + TS = RL + DTr 

Passive Sonar Equation: 

SL - TL = NL - DI + DTn 

where 

SL = Source Level. In the active sonar equation, the amount of sound 
emitted by a sound source is the SL (Urick, 1983, p. 71). Lor the passive 
case, SL is defined as the intensity of the noise that is radiated to a 


9 



distance by an underwater sound souree (Uriek, 1983, p. 328-329). For 
both oases, SL is normally defined at a distanoe of 1 meter (m) from the 
source. 

XL = Transmission Loss. Quantitatively, XL expresses the weakening of 
sound between a point 1 m from the sound souree and a point at some 
distanoe in the ooean. XL is a representation of the delay, distortion, and 
weakening of sound as it propagates through the ooean medium (Uriek, 
1983, p. 99). In the aotive sonar equation XL is doubled to aooount for 
the 2-way sound travel from source to target and baok to the souree. 

TS = Target Strength. TS desoribes the eoho returned by an underwater 
target and is defined as the ratio of intensity of the sound returned by a 
target to the radiated intensity from a distant source (Uriek, 1983, p. 291). 

D1 = Directivity Index. DI is an expression for array gain in terms of the 
direotional funotions of the signal and noise (Uriek, 1983, p. 42). 

DT = Detection Threshold. The ratio of the signal power to the noise 
power, measured at the reeeiver, that is required for deteetion at some 
pre-assigned level of eorreetness defines the DT (Uriek, 1983, p. 378- 
379). In other words, it is the level above the baekground noise that is 
required for an operator to detect a signal. 

NL = Noise Level. NL is that portion of sound that is not attributed to 
identifiable sourees. It is made up of two eomponents: self-noise, due to 
the sonar hydrophone and its mounting, and ambient noise, due to the 
environment (Uriek, 1983, p. 202, 354). 

RL = equivalent plane-wave Reverberation Level. RL is defined as the 
intensity of an axially ineident plane wave produeing the same 
hydrophone output as the observed reverberation, where reverberation 
is the total sum of the seattering eontributions from all scatterers. There 
are three types of reverberation seatters in the oeean: volume 
seatterers such as marine life, sea-surfaee reverberators on or near the 
oeean surfaee, and bottom reverberators on or near the oeean bottom 
(Uriek, 1983, p. 237-238, 240-241). 


The sonar equations describe the relationship (equality) between the desired 
portion of an aeoustic field ealled the signal (eeho or sound from a target) and an 
undesired portion ealled the baekground (noise or reverberation). When a target is just 
being deteeted, the eombination SL - 2TL + TS - (NL - DI), termed signal-to-noise ratio 
(SNR), is equal to DT (Uriek, 1983, p. 21). If SNR is greater than DT, a sonar operator 
will determine that a target is present. Conversely, if SNR is less than DT, a target ean be 
eonsidered absent. 
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Several of the parameters in the passive and aetive sonar equations ean be 
eontrolled by humans, while others are not. Projector and target source level (SL), self¬ 
noise level (NL), receiver directivity index (DI), and target strength (TS) are parameters 
that can be controlled in the manufacturing process or by operators. Transmission Loss 
(TL), reverberation level (RL), and ambient-noise level (NL) are parameters which can 
be somewhat controlled in an operational sense, but are primarily determined by the 
environment and require further discussion (Urick, 1983, p. 19). 

Transmission Loss (TL) is the result of losses due to spreading and attenuation. 
Spreading losses are due to the natural weakening of sound as it spreads outward from a 
source. Attenuation losses include losses due to absorption, scattering, and leakage out of 
sound channels. Spreading and attenuation losses vary with range, depth, and frequency, 
and are path-dependent (Urick, 1983, p. 100, 103, 108). 

Noise Level (NL), as previously mentioned, is that portion of the ocean noise that 
is left after all identifiable sources have been accounted for (Urick, 1983, p. 202). The 
ambient noise portion of NL is attributed to factors primarily out of control of the sonar 
operator. Shipping, biologies, waves and tides, seismic disturbances such as thermal 
vents and earthquakes, and rainfall all affect the background noise in the ocean and can 
make it difficult for operators to detect submarines operating in or near regions of these 
activities. 

B. SOUND SPEED PROFILES (SSP) 

1. Sound Speed History, Background, and Construction 

In the early nineteenth century, the first measurement of sound speed was taken 
and it was realized that knowing the sound speed in water had significant implications in 
acoustical oceanography applications (Medwin and Clay, 1998, p. 4). The speed of 
sound in the ocean is a function of temperature, salinity, and pressure and varies with 
location and time of year. As a rule of thumb, temperature affects sound speed such that it 
increases 3.2 meters per second (m/s) per degree Celsius (°C), and salinity causes an 
increase of 1.4 m/s per parts per thousand (0/00). Additionally, a change in depth of 100 
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m will cause an approximate inerease in sound speed of 1.6 m/s (NAVOCEANO, 1999, 
p. 3). Generally, temperature is the dominant eontributor to sound speed in the upper 
profile of the oeean in deep waters, while salinity eontributions are quite minor exeept 
near loeations where there is an abundanee of fresh water sourees (polar regions, river 
runoff) (Medwin and Clay, 1998, p. 4) or near very saline waters in plaees like the 
Mediterranean and Arabian Seas. 

Empirieal formulas for sound speed have been determined from laboratory 
experiments over the past 50 years and with the advent of the eomputer, well-eonstrueted, 
eomplex equations for sound speed ean now be solved to many signifieant digits in a 
short amount of time. While simplified formulas for sound speed exist that provide a 
small error, the best expression to obtain sound speed values from temperature, salinity, 
and depth is the Del Grosso equation (Medwin and Clay, 1998, p. 84). The Del Grosso 
equation, given below, was eompared to other sound speed equations after its 
development and it was eoneluded that if an aeeuraey of ± 0.3 m/s were adequate, 
simpler equations would suffiee. The largest eoneern for the simplified equations of 
sound speed is that on oeeasions where the sound speed differenee of two depths is more 
important than the aetual sound speed at those depths, simplified equations would not be 
sufficient, even if accurate corrections were applied to the sound speed values (Del 
Grosso, 1974, p. 1090). The Del Grosso equation is used to determine sound speed in 
this thesis. 

CsTP — Cooo + ACt + AC 5 + ACp + ACstp 
where 

Cooo = 1402.393 

ACr= 0.501109398873 x lO^T 

- 0.550946843172 X lO'^T^ 

+ 0.221535969240 X lO'V, 

AC 5 = 0.132952290781 x lO^S 

+ 0.128955756844 X lO'^S^ 
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AC/> = 0.156059257041 x 10°P 

+ 0.244998688441 x lO'V 
-0.883392332513 x lO'V, 

AC 57 ’p = -0.127562783426 x lO'^TS 
+ 0.635191613389 X lO'^TP 
+ 0.265484716608 x lO'VP^ 

- 0.159349479045 X lO'^TP^ 

+ 0.522116437235 X lO'^TP^ 

-0.438031096213 x lO'VP 

- 0.161674495909 X 10‘Vp^ 

+ 0.968403156410 X lO'Vs 
+ 0.485639620015 x lO'^TS^P 

- 0.340597039004 x lO'^TSP 

where T is temperature in degrees Celsius, S is salinity in parts per thousand (0/00), and P 
is pressure in kilograms per square centimeter gauge (Del Grosso, 1974). 

Sound speed profdes (SSPs) provide a graphical representation of the variation of 
sound speed with depth. SSPs can be determined by direct measurements using 
Conductivity, Temperature and Depth (CTD) sensors or by using computers to determine 
sound speed from bathymetry (XBT) measurements, historical bathymetry and salinity 
measurements (Naval Oceanographic Office (NAVOCEANO), 1999, p. 2-3). A typical 
mid-latitude SSP is shown in Figure 2. 
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Figure 2. Typical Mid-Latitude Sound Speed Profde (SSP). 


2. SSP Characterization 

In the previous chapter several methods were mentioned as possible ways to 
characterize the SSP. Characterization requires more than just identifying a few key 
features because acoustic propagation cannot be adequately described by only several key 
parameters. A point-by-point comparison of two profiles, where the number of common 
points determines a match, is also an ineffective method to characterize the SSP because 
a small bias error between similar profiles would deliver a poor match. However, 
characterizing and describing the SSP based on the identity of acoustically significant 
features is more effective and applicable to determining analogous areas. 

Classifying or characterizing the SSP is not an easy task because the shape of 

SSPs is variable over the global region. However, there are distinct points in SSPs that 

are a common feature to most. While these points in the profile are common, their 

location on the profile changes. These distinct features, and other parameters derived 
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from them, are important in analogous area determination as they directly affect sound 
propagation. The typical mid-latitude SSP in Figure 3 will serve as a guide for displaying 
the characterization parameters for an SSP. 



Sound Speed/Temperature 


Surface temp 

- First temp at depthO m 
Mixed Layer Depth 

- Depth of max Gamma (Shallow) 
Mixed Layer Temp 

- Mean temp <MLD 

Mixed Layer Sound Speed (SS) 

- Mean SS < MLD 
Gamma at Thermocline 

- Max Gamma 

Deep Sound Channel Axis and SS 

- Min SS and Depth of Min SS 
Deep Sound Channel Strength and SS 
Difference 

- (SS @ MLD) - (SS @ DSC) 

Bottom Depth 

Sound Speed at the Bottom 

- SS @ max SSP Depth 
Sound Speed Excess 

- (SS @ Bottom)-(SS@ MLD) 
Convergence Zone Possible 

- Sound Speed Excess > 6.7 m/s 


Figure 3. SSP Characterization Parameters. [After Everett, 2005, p. 25]. 


a. Surface Temperature 

Surface temperature, referred to as Sea Surface Temperature (SST), is the 
shallowest temperature at the upper boundary of the ocean (<3m). SST plays a 
significant role in ASW operations, especially in shallow water where strong horizontal 
temperature variations occur over short distances, and is a major input into many 
oceanographic models. Convergence Zone (an area at or near the ocean surface where 
sound rays are focused, promoting increased sound levels) range determination is also 
affected by SST (NAVOCEANO, 1999, p. 39, 91, 93). Due to the acoustic importance of 
SST, it is included as one of the parameters used in locating analogous areas. 
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b. Mixed Layer Depth (MLD) 


Mixed Layer Depth (MLD) is defined as the location of maximum near 
surface temperature and is also important in ASW operations. The Mixed Layer (above 
the MLD) is composed of isothermal water that is the result of wind action blowing 
across the ocean surface. Within the Mixed Layer, sound speed increases with depth due 
to increasing pressure. However, in areas of prolonged calm and sunny conditions, the 
Mixed Layer disappears as the higher surface temperature gives way to temperatures 
beneath that decrease with depth. The location of rapidly decreasing temperatures with 
depth is known as the thermocline. Sound speed decreases as temperature decreases in 
the upper profile of the ocean and the thermocline marks the location of decreasing sound 
speed with depth. The seasonal thermocline is well defined in summer and fall, when 
surface waters are warm, and becomes part of the surface layer in the winter and spring 
and also in the Arctic (Urick, 1983, p. 117). Figure 4 identifies the change in the Mixed 
Layer due to the season. Within the Mixed Layer, as previously mentioned, sound speed 
increases with depth. Because sound waves refract toward areas of lower sound speed, 
any sound emitted within the Mixed Layer tends to become trapped and can propagate 
long distances as it refracts upwardly within the layer and successively reflects off the sea 
surface. For this reason, MLD is an important parameter valuable to analogous area 
determination. 
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Figure 4. Example of Mixed Layer variation with season. The red line represents a well 
define mixed layer as would be found in winter and spring. The blue line shows the 
absence of a well defined mixed layer as would be found in summer and fall. The green 
line represents the sound speed, c, within the Mixed Layer [After Everett, 2005, p. 27]. 


Because of the acoustic significance of MLD and the Mixed Layer, 
modeling such features is important. Turbulent models exist that predict the MLD but 
difficulty arises when comparing the model-predicted MLD to observations (Kara et ah, 
2000, p. 16,803). The Naval Research Laboratory (NRL), in conducting the Mixed Layer 
Depth (NMLD) project, compiled monthly climatologies of MLD using an optimal 
definition of MLD determined from density profiles (NRL Code 7320, 2006). The 
NMLD climatology defines the Isothermal Layer Depth (ILD) as the depth where the 
temperature has deviated 0.8°C from the temperature at the 10m location. This criterion 
is capable of accommodating the variety of temperature profiles that exist globally. In 
areas where there is no significant salinity gradient, the same criterion is used for MLD 
determination. In such cases where a pronounced salinity gradient is present, the MLD is 
based on density variations from a temperature change in the equation of state. Statistical 
analysis and error testing have shown that the AT = 0.8°C criteria yield MLD results that 
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are within 20m of observed data MLD in 85% of the cases (Kara et al., 2000, p. 16,819). 
LCDR Everett calculated the MLD using the same criteria, and inspection of MLD values 
compared to visual plots of SSPs revealed that accurate MLDs were calculated for SSPs 
having more than one profile point (Everett, 2005, p. 26). The MATLAB code written by 
LCDR Everett to determine MLD was used in this thesis but was modified to eliminate 
MLD values for single-point SSPs. At least two profile points (one at 10m and one 
beneath 10m) are needed to determine a deviation in temperature from the 10 m location. 

The Mixed Layer Depth (MLD) can also be assumed to be the location at 
the top of the thermocline, where the maximum gradient or “Gamma” in the shallow 
portion of the SSP is located (Everett, 2005, p. 26). “Gamma” is defined as the rate of 
change of sound speed with depth ) and, in this thesis, describes the 

gradient within the thermocline. 

c. Mixed Layer Temperature (MLT) 

Mixed Layer Temperature (MLT) is the mean temperature within the 
Mixed Layer. While it does not have direct acoustic implications, it is one of the 
parameters that physically characterized the Mixed Layer and can affect the buoyancy 
control of submerged submarines operating in the surface layer. 

d. Mixed Layer Sound Speed 

Mixed Layer Sound Speed is the mean sound speed in the Mixed Layer 
for all points shallower than the MLD is used to compute other important acoustic 
parameters used in this thesis. 

e. Gamma at the Thermocline 

The thermocline is characterized by a negative temperature or sound speed 
gradient. Because temperature (sound speed) decreases rapidly over a small depth, it can 
be assumed that the thermocline will have the maximum Gamma in the SSP (Everett, 
2005, p. 28). 
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/. Deep Sound Channel Axis (DSCA) 


The Deep Sound Channel Axis (DSCA), also known as the Deep Sound 
Channel Depth (DSCD), is the point in the SSP having the minimum sound speed, and 
ean vary from 1300 meters in the mid-latitudes to the near surfaee in polar waters. The 
sound speed gradient is zero at the DSCA, where temperatures deerease with depth from 
the wanner surfaee water temperatures (thermoeline), giving way to a negative 
temperature and sound speed gradient. Below the DSCA, the temperature is nearly 
isothermal and sound speed inereases as pressure inereases. Here the sound speed 
gradient is positive. Thus, the DSCA is an infleetion point in the SSP, where the gradient 
transitions from negative to positive. 

The aeoustie impaet of the DSC, also ealled the Primary Sound Channel or 
SOFAR (Sound Fixing and Ranging) ehannel, was first realized in World War II when 
investigations began to determine a way to loeate downed pilots. Investigators found that 
the properties of the DSC allowed sound transmission for thousands of miles and 
aviators’ positions eould be determined by triangulation as the time between the arrivals 
of explosive-generated sound, was measured at two or more loeations (Uriek, 1983, p. 
159). Sound generated within the DSC travels sueh long distances due to refraction as 
sound bends toward lower sound speed. The sound essentially becomes trapped and 
undergoes little transmission loss as reflective losses from the surface and bottom are 
avoided. In the deeper oceans, the DSC plays a significant role in sound propagation and 
the DSCA is, therefore, a valuable parameter to use in analogous areas determination. 
Other valuable parameters can be derived from DSCA properties and will be discussed 
later. 


g. Deep Sound Channel Sound Speed 

The Deep Sound Channel Sound Speed is defined as the sound speed at 
the DSCA, where it is a minimum. This sound speed is used to calculate the Sound 
Speed Difference and the Deep Sound Channel Strength. 
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h. Sound Speed Difference 


Sound Speed Differenee is the differenee in sound speeds of two points in 
the SSP. For the shallow water ease, the Sound Speed Difference is the difference 
between the surface and bottom sound speeds and defines the strength of the surface half 
channel, where sound waves refract upward due to a positive gradient of sound speed. 
For deep water cases, the Sound Speed Difference is the difference between the sound 
speed in the Mixed Layer and DSC sound speed (Everett, 2005, p. 28). Sound Speed 
Difference is useful in determining the strength of sound channels, specifically the DSC 
strength, and is included in this thesis for that purpose. 

i. Deep Sound Channel Strength 

The strength of the DSC is a very important acoustic parameter that gives 
an indication of the maximum sound speed change that a given sound ray may encounter 
in the DSC. Mathematically, the DSC Strength is either the difference between the 
bottom and DSC sound speeds or the Sound Speed Difference defined above, whichever 
is smallest. In shallow water the sound speed at the bottom can be less than the Mixed 
Layer sound speed. In this situation, the DSC Strength is the difference of the bottom 
and DSC sound speeds. In deep waters where the bottom sound speed is larger than the 
Mixed Layer sound speed, the DSC Strength is the Sound Speed Difference. Ligure 5 
gives a more detailed view of DSC Strength. In profde A, a shallow water case, sound 
speed at the bottom is less than the Mixed Layer sound speed. In profile B, bottom sound 
speed is greater than sound speed in the Mixed Layer. 
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Figure 5. DSC Strength for (A) Shallow Water and (B) Deep Water. [After 

NAVOCEANO, 1999, p. 88], 


j. Bottom Depth 

Bottom Depth is a parameter that has significant importance in 
determining analogous areas. For deep water areas, bottom characteristics like sediment 
type and sediment thickness are less important than in shallow water areas where sound 
will undergo scattering, absorption, and reflection, contributing to much greater 
Transmission Loss (TL). 

k. Sound Speed at the Bottom 

Sound speed at the bottom of the ocean can be defined a number of ways. 
The simplest, and most obvious, is that it is the sound speed at the bottom boundary of 
the ocean. This can normally be taken from the SSP, however, some profiles do not 
extend to the bottom. In this situation, other methods can be used to extrapolate the 
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sound speed (Everett, 2005, p. 29). If the last point in the profde is near the bottom, then 
linear interpolation using the sound speed gradient between the last two points would 
allow determination of the bottom sound speed. This method is adequate if the gradient 
is elose to the pressure-dominated region gradient of 0.016s''. However, in eases where 
the depth of the last point in the profile is not elose to the bottom and the assoeiated 
sound speed gradient is not near 0.016s'', sound speed extrapolation is impossible. The 
data used in this thesis eome from profiles that extend to the bottom, allowing sound 
speed to be ealeulated using the temperature and salinity values there. Had data that did 
not extend to the bottom been used, then the method of linear interpolation eould have 
been used to determine sound speed at the bottom. 

/. Sound Speed Excess 

Sound Speed Exeess is defined as the differenee between the Mixed Eayer 
sound speed and sound speed at the bottom and is an extremely important aeoustie 
parameter in that it determines whether or not Convergenee Zone (CZ) propagation is 
possible. Eor CZ propagation to exist there must be suffieient depth exeess or sound 
speed exeess. Depth exeess is the differenee between the Critieal Depth and the bottom, 
where the Critieal Depth is defined as the depth of the equivalent Mixed Eayer sound 
speed loeated below the DSCA, as shown in Eigure 6. Depth exeess and sound speed 
exeess are used interehangeable when diseussing CZ propagation. Eor a near-surfaee 
souree, a minimum depth exeess of 200 fathoms (365.8m) or sound speed exeess of 6.7 
m/s is required for a 50% probability of CZ propagation. The probability inereases to 
80% if depth exeess is greater than 300 fathoms (548.6m) or sound speed exeess is 
greater than 10.1 m/s (NAVOCEANO, 1999, p. 90). Beeause Convergenee Zones allow 
for the deteetion of distant eontaets in deep water, Sound Speed Exeess is used as a 
parameter for analogous area determination in this thesis. 
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Figure 6. Sound Speed Profiles showing Critieal Depth and Depth Excess. [From 

NAVOCEANO, 1999, p. 88], 

C. BOTTOM CHARACTERISTICS 

The ocean bottom is an important component in underwater acoustics because 
sound is subjected to scattering and absorption losses as it interacts with the bottom. 
These losses are more variable and complex than those that occur at the sea surface, due 
to diverse compositions and the presence of multiple layers, and are affected by the 
sediment properties (type, thickness, sound speed, density, porosity), frequency of the 
interacting sound wave, and the angle at which the sound waves strikes the bottom. None 
of these are equal at every location on the earth making acoustic modeling of the bottom 
complex. 

Figure 7 relates the transmission and reflection of sound as it interacts in multiple 
layers having different properties. The top layer represents the ocean having a particular 
density, p, and sound speed, c. The two layers beneath represent layers of sediment that 
also have a unique p and c. Density and sound speed together describe the acoustic 
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impedance of the medium and determine how much sound is reflected and transmitted to 
the adjacent layer. T and R in the diagram refer to the transmission and reflection 
coefficients, respectively, while the subscripts denote the layers that affect the ray. 



Figure 7. Example of reflection, R, and transmission, T, in different mediums. [From 

Everett, 2005, p. 31]. 


1. Sediment Type 

Sediment type is an important parameter when examining and classifying the 
ocean environment because numerous types of sediments exist, each having different 
acoustical properties. One way of classifying the different bottom types is to categorize 
sediments based on the magnitude of their bottom loss (Elrick, 1979, p. 10-10). Bottom 
loss curves have been constructed based on measured data, theory, and speculation, 
where bottom types are grouped into numbered categories based on the expected bottom 
loss with grazing (incidence) angle. The numbered categories correspond to 
CLASSIFIED bottom-classes that can be tied to different ocean areas. Because this 
thesis is UNCLASSIFIED, curves such as the one just described were not used, but other 
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data exists that are useful for determining bottom losses for various bottom types. Future 
analogous area investigation would benefit from using available CLASSIFIED data. 
Figure 8 is an UNCLASSIFIED display of backscattering strength for various bottom 
types versus grazing angle. The backseattering strength is particularly useful in hunting 
for mines lying on the ocean floor (Urick, 1979, p. 10-10). 



Eigure 8. Backscattering Strength (dB) versus Grazing Angle (deg) for various 

Sediment Types. [Erom NAVOCEANO, 1999, p. 18]. 

2. Sediment Thickness 

The thickness of sediment layers is particularly important in determining the 
amount of transmission and reflection that occurs within a layer. In Eigure 7, hi refers to 
the sediment thickness of the layer and is used in calculating the total reflection and 
transmission. Databases exist that estimate sediment thickness, as representative of the 
depth to acoustic basement, and are the type of data used in this thesis. 
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3. 


Frequency and Grazing Angle 


The amount of bottom loss in the oeean bottom is dependent on grazing angle and 
aeoustie frequeney. Generally, bottom loss tends to deerease with an inerease in 
frequeney and grazing angle. Low frequeney sound will result in lower losses at all 
grazing angles due to the eombination of refraeted energy returned to the sediment-water 
interfaee and the smaller refleetive losses at the bottom (NAVOCEANO, 1999, p. 17). 

4. Density, Sound Speed, and Porosity 

The single most important sediment property determining the aeoustie 
eharaeteristies is porosity (Uriek, 1979, p. 10-7). However, there is a strong relationship 
between porosity, density, and sound speed and all three properties are, eonsequently, 
important. The density of a mixture of two mediums ean be explained by the additive 
law that states any property of a mixture equals the sum of the properties of the 
eomponents, separately. The equation for the density of a sediment mixture, based on 
numerous measurements on sediments is pmix = 2.68-1.65P, where P is the porosity of 
the sediment (Uriek, 1979, p. 10-4). 

Laboratory experiments and in-situ data have been eolleetively used to develop an 
equation to elosely approximate the sound speed in sediment (Uriek, 1979, p. 10-4). The 
equation, v = (pmixkmix)= [(p^P + ps(l - P))(A:vvP + L(1 - P))], requires knowledge of the 
density of water (pw) and sediment (ps) and the eompressibility of water {k«) and 
sediment (U) to determine the sound speed. Using the formula, it ean be predieted that 
the sound speed in sediments of high porosity (low density), sueh as mud, to be slightly 
less than the sound speed of the water above. Low porosity (high density) sediments like 
hard sand have sound speeds 10-20% higher than the overlying water. 

The two sediment databases used in this thesis eontain data that are based on 
sediment type, grain size, and thiekness. Ineluding additional sediment data is highly 
reeommended for future study and analysis in analogous area determination. 
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D. AMBIENT NOISE 


Ambient noise sourees vary on a temporal and spatial seale. Understanding their 
eontribution to the oeean baekground noise is paramount when engaging in USW 
exereises and operations. As mentioned previously, shipping, winds, waves, and rainfall 
are all environmental parameters that affeet sonar performance in the ocean and should 
be included when developing a method for determining analogous areas. Curves, such as 
the one shown in Figure 9 showing the average deep-water ambient noise spectrum level, 
have been constructed to aid in the prediction of sonar performance. 



Figure 9. Average deep-water ambient noise spectra. [From Urick, 1983, p. 210]. 


I. Shipping 

Ambient noise from ship traffic has been shown to dominate the noise spectrum at 
frequencies around 100 Hz, but can provide strong contributions to the frequency range 
of 30 Hz to 10 kHz (NAVOCEANO, 1999, p. 19). In order to fully understand the 
ambient noise produced from ships it is necessary to know the number of ships at any 
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given point or area (shipping density) and its temporal variability, distance to ships, and 
the acoustic characteristics of different classes of ships. Databases exist that contain such 
information which could be useful in analogous area determination. The Historical 
Temporal Shipping (HITS) database is a NAVOCEANO database featuring shipping 
density by month, area, and ship type and was compiled using historical records of ship 
transits (Emery et ah, 2001, p. 1). While not used in this thesis, due to regulations 
preventing its release to non-DOD (Department of Defense) agencies, it is recommended 
that future analogous area development include a historical shipping database like HITS. 

2. Wind Speed and Wave Height 

Wind speed and wave height have a significant impact in ocean acoustics and are 
responsible for dominant contributions to ambient noise level. Dominating the ambient 
noise spectrum from 300 Hz to 50 kHz, this sea-state related noise is generated from 
surface waves and winds and is considered to be the one of the most important ambient 
noise sources affecting active and passive sonar detection (NAVOCEANO, 1999, p. 24). 
The sea-state of the ocean is a description of the ocean surface in terms of observed wind 
and wave heights. While there is no instrument or sensor that measures the sea-state. 
Table 2 gives a physical description of the different sea states and the associated wind 
speeds and wave heights. Wind-generated noise level decreases with frequency below 
300 Hz and increases with sea-state for all frequencies. At wave heights of 10 ft (3.05m) 
or greater, the generated noise level significantly reduces ASW operational effectiveness 
(NAVOCEANO, 1999, p. 20). Databases such as the Surface Marine Gridded 
Climatology database exist that contain climatological data of numerous ocean surface 
and meteorological parameters. Mean wind speed and mean wave height from this 
database were used in this thesis and will be discussed in the next section. 


28 



Beaifort Dcscripthe 
Number Term 


Calm 



ESTIUATDiG WIND SPEED 

Effects Observed 
ou Lead 

Effects Observed 
at Sea 

Calm: smoke rises verucall)* 

Sea like a mirror 



Moderate 

Breeze 





SinaJL lea^' trees begin to Moderate waves, taking a more 
swa>'; aested wavelets font: pronounced long form; mao)* 

00 inland waters wbte horses ate formed (chance 

of some spra)') 



V^liole trees m motion, 
incont-emence felt when 
walking against wind 

Sea heaps \ip and white foam from 
breakmg waves begins w be 
blown in streaks along the 
direction of wind 

Breaks twigs off trees. 

I eaeraUy in^edes progies s 

Moderately hi^ waves of greater 
length; edges of crests begin to 
break into the spin-drift the feam 

IS blown in well-marked streaks 
along ±e direction of the wind 

Slight strucruial damage 
occurs (chimney pots and 
slates remosed) 

High wai'es. dense streaks of foam 
along the direction of the wind; 
crests of wases begin to topple, 
tumble, and roll oswr; spras' ma>' 
afikt v:sib±tv 

Seldom eiqieiienced inland, 
trees uprooted, cocsiderable 
structural damage xcurs 

Very high was^s widi long 
oi erhanging crests; the resulting 
foam, m great patches, is blown in 
dense white screaks along the 
direction of the wind; on the 
whole, the surface of the sea takes 
a white appearance. ±e tumbhng 
of die sea becomes heavy and 
shocklike. v:sib±ry affeaed 

Very rarely eupenenced: 
accompanied \>y widespread 
damage 

Excepconally high waves (small 
and medium-sized ships might be 
for a time lost to new behind the 
was es); the sea is completely 
cosered with long white patches 
of foam l)ing along the direction 
of the wind; eseiywhere the edges 
of die was^ crests are blown into 
frodi. sisibiliTS- affected 



The air is £Ued with foam and 
spra>‘. sea completely white widi 
<tov:nf spray, visibibiy ven’ 
senouslv af^ted 



Table 2. Description of sea-state, wind speed and wave heights. [From 

NAVOCEANO, 1999, p. 23], 


An important aspect in analogous area determination is finding and utilizing 
available data of the parameters discussed in this chapter. The next section discusses the 
databases used to obtain the data that were utilized to perform analogous area 
determination in this thesis. 
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E. 


DATA SOURCES 


In the development of the analogous area determination tool for this thesis it was 
important to use data that was aeeessible, in a modifiable format, that had extensive 
global eoverage, and, most importantly, eonsidered essential in modeling the aeoustie 
environment of the oeean. Numerous databases exist whose data would be benelieial in 
ineluding in the proeess, but only those that were unelassilied and met the eriteria above 
were seleeted. Adding elassified data would provide additional information and is highly 
reeommended for future additions. Beeause the method of analogous area determination 
used in this thesis is based on the eapabilities of AreMap GIS software (diseussed in 
Chapter III), the addition of supplementary “layers” of data is straightforward, making 
expansion of this proeess uneomplieated. As more data beeomes available and is 
ineorporated, the degree of usefulness of this tool will be greatly enhaneed. 

1. Sound Speed Profiles 

a. Generalized Digital Environmental Model (GDEM- V) 

The Naval Oeeanographie Offlee (NAVOCEANO) has eonstrueted a 
elimatologieal database that provides gridded monthly means and standard deviations of 
global oeean temperature and salinity versus depth. 

The eurrent GDEM-V database, version 3.0, has a resolution of 15 are- 
minutes of latitude and longitude, an improvement over the previous version having 30 
are-minutes resolution. The database is eonstrueted with suffieient vertieal and 
horizontal resolution to be useful in many USN applieations of oeean modeling and 
aeousties. The data span the global oeeans with a latitude range of 82.0°S to 90.0°N (689 
points) and longitude range of 0° to 359.75° (1440 points), ineluding freshwater lakes and 
landloeked seas (e.g. Great Takes). While the GDEM-V database is UNCEASSIEIED, 
elassified data were ineorporated in its eonstruetion. The eontent for the GDEM-V 
database eomes from data extraeted from the 1995 Master Oeeanographie Observation 
Data Set (MOODS), having nearly eight million profiles of temperature and salinity 
(NAVOCEANO, 2003a, p. 1, 3-5). 
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Four GDEM-V CD-roms from NAVOCEANO contain 48 files for 
temperature and salinity profile information and one file for bottom depth, stored in 
Network Common Data Eormat (NetCDE). The 48 profile files are divided sueh that 
eaeh eontain monthly information for a eertain parameter (temperature, salinity, 
temperature standard deviation, and salinity standard deviation). Eor eaeh 
parameter/monthly fide, latitude, longitude, depth and value of the parameter are given. 
Values over land or underground are assigned a speeial value (-32000). The one bottom 
depth file eontains values for latitude, longitude, and depth (gridded in 78 nodes 
eorresponding to depths in meters) (NAVOCEANO, 2003a, p. 1, 4-5). The CDs also 
eontain eomputer programs written in EORTRAN to extraet the data from the NetCDE 
files but a MATEAB program was used in this thesis to extraet the required data. 
Beeause the data are gridded, global, and in a well defined format, its seleetion for use in 
this thesis is ideal over other temperature and salinity databases. 

2. Wind Speed and Wave Height 

Ambient noise sourees are extremely important in trying to deteet a target in the 
oeean. Having aeeess to data sueh as wind speed and wave height is, therefore, neeessary 
in order to develop an aeeurate analogous area determination tool. Several 
UNCEASSIEIED databases exist that provide sueh information. 

a. Surface Marine Gridded Climatology (SMGC) 

Eleet Numerieal METOC Detaehment Asheville Climatology Center 
maintains a partieular database of sea surfaee elimatology data. The Surfaee Marine 
Gridded Climatology (SMGC) database was developed to provide data deseribing the 
environment at the air-oeean interfaee. It began in the late 1960s when the National 
Climatie Data Center (NCDC) eombined the 17 different marine data sets that it 
maintained into one database. This database was then used to eonstruet the U.S. Navy 
Marine Climatie Atlases of the World. A deeade later, several organizations eollaborated 
to eontinue the eonsolidation of a marine database. Out of this effort eame the 
Comprehensive Oeean-Atmosphere Data Set (COADS). The original 17 data sets were 
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supplemented with data taken from more recent ship Global Telecommunication System 
(GTS) data and in-situ data. Out of the desire to produce an interactive marine 
climatology product, SMGC versions 1.0 and 2.0 were derived from GOADS. SMGC 
version 1.0 contained mean and standard deviations for six parameters, an eight-point 
wind compass rose, and frequency of occurrence of icing potential and gale force winds 
(Fleet Numerical METOC Detachment Asheville, 2000, p. 4). SMGC version 2.0, an all- 
encompassing database including all the major synoptic surface observations, is now the 
current version. 

SMGC 2.0 provides greater global coverage than version 1.0 and includes 
data from 1854-1997. Like version 1.0, the data is gridded at 1.0° latitude and longitude 
and organized by month (Fleet Numerical METOC Detachment Asheville, 2000, p. 7). 
While version 2.0 contains 17 ship observation parameters (Air-Sea AT, Air 
Temperature, Ceiling Height, Relative Humidity, Pressure, Sea Surface Temperature 
(SST), Swell Direction, Swell Height, Swell Period, Total Cloud Cover, Visibility, Wave 
Direction, Wave Height, Wave Period, Weather, Wind Direction, Wind Speed) and their 
statistics, only mean wave height and mean wind speed were used in this thesis because 
of their acoustic relevance to analogous area determination. These data originated from 
version 1.0 because the ASCII format of the data in that version allowed for easier 
processing over the binary format of version 2.0 and are similar enough to version 2.0 for 
the purpose here. 

3. Sediment Thickness 

The National Geophysical Data Center (NGDC) of the National Oceanic and 
Atmospheric Administration (NOAA) has compiled a database of total sediment 
thickness of the global oceans and seas. These data are easily downloadable in either 
NetCDF format, ASCII format, or an ArcGIS file, open source from 
http://www.ngdc.noaa.gov/mgg/sedthick/sedthick.html . The sediment thickness data are 
gridded at a resolution of five arc-minutes by five arc-minutes. The data were collected 
from three principal sources: isopach (lines of equal thickness) maps, ocean-drilling 
results, and seismic reflection profiles maintained by NGDC. In the process of compiling 
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the database, the isopaeh maps were first digitized, then algorithmieally gridded. The 
values of the data are in meters (m) and represent the depth to the aeoustie basement 
(Divins, 2008). Beeause AreGIS software is used in the proeess of determining 
analogous areas for this thesis, the AreGIS shapefile (.shp) was ehosen as the best file 
option. 


4. Sediment Type 

An UNCLASSIFIED sediment type database was neeessary for use in this thesis 
to make the analogous area determination tool as eomprehensive as possible. The ehosen 
database, NAVOCEANO’s Surfaee Sediment Type database, was easy to aequire and 
provided adequate spatial eoverage and sediment type elassifieation. 

The Surfaee Sediment Type database deseribes the sediment types by assigning 
integer values whieh eorrelate to a partieular sediment type. These integer deseriptors 
eonsider the grain size, origin, and plaeement of the sediment (NAVOCEANO, 2003b, p. 
3). The database eontains both high and low resolution data, at 6-seoonds and 5-minutes, 
respeetively. The high resolution data, restrieted to seleeted geographieal areas, were 
obtained from analyses of sediment grabs and eores eolleeted by NAVOCEANO, 
National Imagery and Mapping Ageney (NIMA) eharts, side sean imagery, and from 
bathymetrie and seismie publieations. The 5-minute low resolution data eover a majority 
of the global oeeans and seas from a latitude of approximately 50°S to approximately 
75°N, as shown in figure 10, and was assembled from various high-level sourees, 
ineluding maps, atlases, and regional oeean basins studies. 
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Figure 10. World-wide 5-minute geographic coverage of the Surface Sediment Type 
database. Locations with no data or over land are shown in white. [From 
NAVOCEANO, 2003b, p. 6]. 

Data are provided in four different fdes; Enhanced, Standard, Reduced, and High 
Erequency Environmental Acoustics (HEEVA). The Enhanced data file is a set of over 
400 sediment categories suitable for use by geologists. The Standard data file is a 
reclassification of the Enhanced data, containing 30 sediment grain-size and sediment- 
mixture categories, suitable for use when a full spectrum of sediment types having a 
comprehensive arrangement is desired. The Reduced set, like the Standard set, is a 
reclassification of the Enhanced set. Having a simpler organization of only 15 categories, 
this file is most appropriate for geologists and engineers having knowledge of the 
Wentworth grain-size scale. Einally, the HEEVA data are divided into 23 “standard 
sediment types” based on grain size and sediment mixture, corresponding to six geo¬ 
acoustic parameters. These six parameters are inputs into the Comprehensive Acoustic 
Simulation/Gaussian Ray Bundle (CASS/GRAB) acoustic performance model 
(NAVOCEANO, 2003b, p. 4). Because the categorization of the HVEVA dataset is 
based on acoustical properties rather than physical properties alone, it was chosen for use 
in this thesis. The data were obtained from NAVOCEANO in the form of shapefiles 
(.shp) easily imported into ArcMap software. Table 3 contains the 23 sediment types 
used in the HEEVA file. The 23 sediment types are grouped into 12 categories for the 
global 5-minute lower resolution set. 
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HFEVA Standard Sediment Type 

HFEVA Category 

Rough Rock 

1 

Rock 

2 

Cobble or Gravel or Pebble 

3 

Sandy Gravel 

4 

Very Coarse Sand 

5 

Muddy Sandy Gravel 

6 

Coarse Sand or Gravelly Sand 

7 

Gravelly Muddy Sand 

8 

Medium Sand or Sand 

9 

Muddy Gravel 

10 

Fine Sand or Silty Sand 

11 

Muddy Sand 

12 

Very Fine Sand 

13 

Clayey Sand 

14 

Coarse Silt 

15 

Gravelly Mud or Sandy Silt 

16 

Medium Silt or Sand-Sllt-Clay 

17 

Sandy Mud or Silt 

18 

Fine Silt or Clayey Silt 

19 

Sandy Clay 

20 

Very Fine Silt 

21 

Silty Clay 

22 

Clay 

23 

No data 

888 

Land 

999 


Tables. HFEVA Sediment Types. [From NAVOCEANO, 2003b, p. 40-41]. 
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III. DATA ANALYSIS, ACQUISITION, AND MANIPULATION 


An ideal analogous area determination tool would be robust, easy to use, and be 
applieable to a variety of missions. For example, a MlW-driven seenario should not 
return the same analogous areas as a seenario involving an open-oeean ASW operation 
beeause the data parameters important to a MIW mission are different from the 
parameters that would be used in an ASW deep water mission. Prior approaehes to tool 
development ineluded proeesses to adjust the weights of parameters used to determine 
analogous area based on target area loeation and mission type. However, these methods 
do not give the user full eontrol of modifying the tool to suit their needs. The analogous 
area tool developed in this thesis allows users to determine what parameters are important 
to the mission or operation and grant them the flexibility and diseretion to determine the 
amount of similarity required to aeeomplish mission training. 

Beeause the proeess involved is as important as the results in analogous area 
determination, an in-depth deseription is neeessary to provide the rationalization and 
steps involved in ereating the tool. The flowehart in Figure 11 provides a visual 
overview of the analogous area determination proeess. The pages that follow provide the 
detail assoeiated with the first live bloeks of the flowehart. The final bloek, “Perform 
Query to Determine Analogous Areas,” is most important to the tool user and is detailed 
in Chapter IV. A speeifie example is used to showease and validate the proeess. 
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Figure 11. Flowchart of Analogous Area Determination Process. 
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A. 


SELECT MISSION LOCATION AND MONTH 


The “target area” is defined as the loeation where the mission is to be performed 
and the “souree area” refers to the loeations from whieh analogous areas will be seleeted. 
The first step in the proeess of finding analogous areas is to determine the loeation of the 
target area and the month of year sueh aetions will take plaee. In the previous analogous 
area tools, only pre-seleeted areas (ehosen by tool developer with no user option to seleet 
additional loeations) were chosen as the target or source areas. Mr. Miyamoto’s ESA 
(Miyamoto, 1999) contained only 28 pre-selected areas, evenly split between target areas 
outside CONUS (OCONUS) and source areas in CONUS. No variation in time of year 
for the data used was taken into account. LCDR Everett, in “USW Area Analogs,” 
increased the source area size from which analogous sites could be selected from 14 
locations in CONUS (ESA) to tens of thousands of source areas in or near US Elect 
Training Areas and data was separated by month for both the target and source areas 
(Everett, 2005, p. 42). Only data for two different target areas were extracted and having 
pre-selected source areas was useful in the fuzzy logic approach described in Chapter I. 
However, more source areas from which analogous areas could be found would affect the 
fuzzy set membership determination since fuzzy membership was based on parameter 
ranking by percentile within the source areas. Adding more source areas would change 
the percentile ranking of parameters and therefore, fuzzy entropy and match score would 
change. Mission and exercise locations vary, determined by planners and senior 
leadership, and limiting target area selection reduces the usefulness. It is also important 
for the data used to be temporally grouped (i.e. monthly) in order to provide the best time 
of year to train in the analogous area. To make this analogous area tool as practical and 
accurate as possible, global coverage of most or all of the data are used and are 
temporally spaced on a monthly scale. 

The target location used in the example in this chapter is in the South China Sea 
between Euzon and the continental shelf in January, at Eatitude 20 degrees North and 
Eongitude 119 degrees East. This same deep-water location was also used in ECDR 
Everett’s thesis (Everett, 2005, p. 51). 
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Once the target area and month of the operation are identified by planners, the 
next step in the process is to seleet the important environmental data to be utilized in the 
analogous area seareh tool. This step has signifieant implications for the analogous area 
search and will be discussed next. 

B. SELECT IMPORTANT ENVIRONMENTAL DATA 

To make the analogous area tool as beneficial as possible, proper analysis of the 
mission environment (target area) is necessary to ensure that data useful for comparison 
is properly chosen. The importance of the SSP has already been mentioned; the SSP has 
significant acoustic relevance in determining analogous areas and should always be a 
selected as a souree for area comparison, independent of the mission location. If the 
entire ocean were a constant depth and every location at every time of year had the same 
profde, its use for comparison would be of no benefit. However, SSPs are variable and 
provide an array of information, when charaeterized, that is useful in describing the 
acoustic and physical ocean that can be used in the analogous area tool. Individual SSP 
charaeterization descriptors can be seleeted according to mission type and is discussed in 
Chapter IV. 

Because the ocean is bounded by two media (atmosphere and bottom sediment), 
the interaetions at these interfaees eontribute to the sound characteristies within the water 
column. Like the SSP, an effective analogous area tool should inelude bottom and sea- 
surfaee parameters for use in the comparison process. These parameters provide inputs 
into the Transmission Loss (TL) and ambient noise portion of the Noise Level (NL) in 
the sonar equations, whose output estimates sonar performance. 

For the example used here, the important variables ehosen were the SSP 
descriptors (individual selection determined by mission), bottom sediment type and 
thickness, and wind speed and wave height. After seleeting the important data sets, the 
next step in the process is the acquisition of the relevant data containing these variables. 
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C. ACQUIRE DESIRED DATA 


Data acquisition to meet the needs of the analogous area tool used in this thesis 
requires knowledge of eurrent databases, mostly maintained by NAVOCEANO. In 
addition to those diseussed in Chapter II, various sourees exist that ean provide the 
neeessary data, but the databases seleeted for use here meet the eriteria required for 
analogous area determination in physieal and aeoustie terms. 

1. Sound Speed Profile 

As diseussed in Chapter II, the temperature and salinity data loeated in the 
GDEM-V database provides exeellent eoverage and adequate resolution to use to 
determine sound speeds for SSP eharaeterization. Sinee the file obtained from 
NAVOCEANO was formatted in NetCDE files, it was neeessary to write MATEAB eode 
to ingest the data. The eode was written sueh that eaeh monthly temperature and salinity 
file eould be ealled into the program by ehanging the monthly variable to the number 
eorresponding to the 12 months (i.e. 1-January, 2-Eebruary, 12-Deoember). The 
temperature and salinity files were assigned to variables whose eontent was a 3- 
dimensional (3-D) (latitude, longitude, depth) matrix eontaining the global values for the 
variable. The one GDEM-V bottom depth file was imported via the same method, 
although the values stored in the assigned variable were not affeeted by altering the 
month. Onee the monthly data files have been ingested into MATEAB, the same 
program ealls 2 l function program, previously written by CDR D. Benjamin Reeder, USN, 
in whieh the speed of sound is ealeulated using the Del Grosso equation. These sound 
speed values ean be used for SSP eharaeterization, whieh is diseussed later. 

2. Wind Speed and Wave Height 

The wind speed and wave height data from the Surfaee Marine Gridded 
Climatology (SMGC) were available for use in ASCII format allowing easy importation 
into MATEAB via a simple program. Eaeh monthly file was easily distinguishable from 
other monthly files through the use of a number suffix eorresponding to the month. The 
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four parameters used (mean wind speed, mean wave height, wind speed standard 
deviation, wave height standard deviation) were assigned variable names that required 
additional manipulation. 

3. Sediment Thickness 

Sediment thiekness data from the National Geophysieal Data Center (NGDC) was 
available in three file types as listed Chapter II. Beeause the ultimate destination for all 
data used in the analogous area determination is AreMap, the AreGIS shapefile (.shp) 
was simply downloaded from the open souree website for later importation into the 
software. Unlike the GDEM-V and SMGC data, the Global Sediment Thiekness data 
required no eomputer program for ingestion and manipulation. The importing of this data 
into the AreMap software will be diseussed in seetion E. 

4. Sediment Type 

NAVOCEANO’s Surfaee Sediment Type database was available in four different 
types (Enhaneed, Standard, Redueed, High Erequeney Environmental Aeousties 

(HEEVA)) but for reasons diseussed in Chapter II, the HEEVA data was ehosen as the 
most applieable version for use in aeoustieal applieations. The data was available in a 
shapefile (.shp) that, like the sediment thiekness data, eould be easily loaded into the 
AreMap software without manipulation. 

D. MANIPULATE DATA 

The data manipulation required for the analogous area tool in this thesis involved 
the use of not only MATEAB but also Mierosoft Offiee Exeel as an intermediate tool to 
plaee data into the format required for importing into AreMap. The details of the proeess 
involved in the data manipulation follow, with eaeh data set given a separate seetion 
sinee the required manipulation was different in most of the eases. 

1. Sound Speed Profile 

Onee the temperature and salinity data were imported into MATEAB and sound 
speeds ealeulated, it was neeessary to aeeurately determine the SSP deseriptive 
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parameters diseussed in Chapter II, mathematieally. The program utilized for ingesting 
the data into MATLAB eontained additional eode for mathematieally determining values 
for the deseriptive parameters. Beeause MATLAB has the eapaeity to handle large 
amounts of data and proeess them rapidly, afar loop was generated allowing the program 
to ealeulate SSP eharaeterization parameter values for eaeh latitude (689 points) and 
longitude (1440 points) point not on land for an entire month before terminating. Points 
on land were assigned a “flag” value of “-32000” in GDEM-V and this program was 
eoded to ealeulate only the deseriptive parameters for points not on land. 

The deseriptive parameters for the SSP and their ealeulation method are as 
follows: 

Latitude: A latitude value is eontained in eaeh SSP when sound speed is 
ealeulated from the 3-D temperature and salinity files. Eaeh speeifie latitude ean easily 
be “ealled” when the/or loop runs through all latitudes. 

Longitude: Longitude values are determined from the same method as latitude. 

Isovelocity: Isoveloeity is a binary descriptor for the entire SSP sound speed. An 
SSP is considered isoveloeity if sound speed standard deviation is less than 0.8. This 
value was determined to provide an adequate isoveloeity description based on SSP 
profiles having less than a 3 m/s range in sound speed. An SSP determined to be 
isoveloeity is assigned a value of 1 and assigned a 0 otherwise. 

Upward Refracting: An SSP having a positive gradient everywhere in the 
profde is defined as upward refracting and is assigned a binary value of 1 for upward 
refracting or 0 otherwise. The gradient in an SSP can easily be calculated in MATLAB 
by determining the slope of the line between successive points. 

Downward Refracting: An SSP having a negative gradient everywhere in the 
profde is defined as downward refracting. Downward refracting profiles are assigned a 
binary value of 1 and those not downward refracting, having any positive gradient, are 
assigned a value 0. 
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No Deep Sound Channel: If the gradient is always negative below the MLD, 
then there is no DSC and this binary deseriptor is assigned a value of 1. Any profile with 
a DSC is assigned a 0 value. 

Surface Temperature: The first temperature in the profile is assigned as the 
Surface Temperature. 

Mixed Layer Depth (MLD): MLD is calculated using the Navy Mixed Layer 
Depth (NMLD) project method of defining the MLD as the depth where the temperature 
deviates more than 0.8°C from the temperature at 10 m. This criterion was used to 
calculate MLD in LCDR Everett’s thesis and provided accurate MLDs based on visual 
inspection of plotted SSPs (Everett, 2005, p. 48). 

Mixed Layer Temperature (MLT): MLT is calculated by taking the mean of 
temperatures at depth intervals above the MLD. 

Mixed Layer Sound Speed: The Mixed Layer Sound Speed is calculated by 
taking the mean of the sound speed at depth intervals above the MLD. 

Gamma in the Thermocline: The gradient in the SSP with maximum absolute 
value is assigned to Gamma in the Thermocline (Everett, 2005, p. 48). 

Deep Sound Channel Depth (DSCD): The DSCD is the depth in the SSP where 
sound speed is a minimum. 

Deep Sound Channel Sound Speed: The minimum sound speed in the profde is 
Deep Sound Channel Sound Speed. 

Sound Speed Difference: Sound Speed Difference is the difference between the 
Mixed Layer and DSC sound speeds. If there is no DSC or the profile is isovelocity then 
the Sound Speed Difference is the difference between the Mixed Layer and bottom sound 
speeds. 

Deep Sound Channel Strength: The Deep Sound Channel Strength is either the 
difference of the DSC and bottom sound speeds or the Sound Speed Difference, 
whichever is smaller. 
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Sound Speed Excess: The bottom sound speed minus the Mixed Layer sound 
speed is the Sound Speed Exeess. 

Bottom Depth: GDEM-V assigns the last recorded depth as the “max depth” and 
this value is assigned to the Bottom Depth. 

Bottom Sound Speed: The sound speed calculated from the temperature and 
salinity values at the last recorded depth, which is the bottom depth for GDEM-V data, is 
assigned the Bottom Sound Speed. 

The program code was written to encompass all SSP conditions. If an SSP was 
found not having a MED or DSCD, then all parameters associated with them were 
assigned “-999,” serving as a “flag” for ArcMap. Additionally, a profde containing only 
one point had all descriptors except Eatitude, Eongitude, Surface Temperature, Bottom 
Sound Speed, and Bottom Depth assigned “-999”. If an isovelocity condition was 
assigned to an SSP, then the MED was set to the bottom and all Mixed Eayer parameters 
set to define the entire SSP (Everett, 2005, p. 49). 

As the descriptive parameters of the SSP for each latitude and longitude are 
calculated, the 18 descriptors are added as a row to a matrix. When all latitude and 
longitude SSP descriptors have been calculated, the entire matrix is formatted and saved 
as a text (.txt) file. The monthly text files contain the SSP descriptors for all latitude and 
longitude GDEM-V points not on land. Iterations of the process were run for each month 
and a total of 12 text files, each containing the descriptors for over 690,000 points and 
sized at approximately 84 megabytes, were generated. 

The required file format for importing the SSP descriptor files into ArcMap is 
dBase (.dbf). MATEAB, however, cannot export .dbf files and an intermediate step was 
required to convert the text files into dBase files. This manipulation was performed in 
Microsoft Excel which also has the capacity to handle significant amounts of data. Text 
files (.txt) can easily be imported into an Excel workbook, but each worksheet in a 
workbook can only accommodate 65,536 rows of data. Microsoft Excel was used in 
ECDR Everett’s thesis for the same purpose of converting text files into dBase files 
(Everett, 2005, p. 57). Because those files contained a significantly smaller number of 
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points than the files generated in this thesis, importation of eaeh file into one worksheet 
was possible. As previously mentioned, eaeh monthly SSP deseriptor text file generated 
in MATLAB eontained over 690,000 points (rows) and eould not be ingested into an 
Exeel worksheet all at onee. In order to aoeommodate the large files, an additional 
program was eoded and used to separate eaeh monthly deseriptor fide into individual text 
files eontaining 65,535 rows of data. The individual files were speeifieally generated to 
inelude only 65,535 (one less than the maximum Exeel worksheet limit) rows of data to 
allow for one row of header information in eaeh worksheet. The separation program ran 
until all points in an SSP deseriptor text file were aeeounted for. After separating eaeh 
monthly file, 11 Exeel worksheets were needed to hold all the data for one monthly 
deseriptor file. 

Eaeh individual text file was imported into an Exeel spreadsheet, one at a time, 
until all 11 files were ineluded. Header information was input to identify the deseriptive 
parameters. Eigure 12 is a graphie displaying one Exeel spreadsheet after an individual 
sheet has been imported. Number formatting of eaeh eolurnn of data was then performed 
in order for all values to be reeognized by AreMap. Exeel file types, .xls, are not 
reeognized by AreMap and, therefore, eaeh sheet was saved as a dBase IV (.dbf 4) file. 
The data manipulation proeess was eompleted for all 12 monthly .txt files, ready to be 
imported into AreMap. 
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Figure 12. Microsoft Excel worksheet after importing an SSP descriptor text (.txt) file. 

2. Wind Speed and Wave Height 

The SMGC database not only includes numerical values for mean wind speed, 
mean wave height, wind speed standard deviation, and wave height standard deviation 
but also a MATLAB-recognized parameter “NaN”. The “NaN,” defining “not a 
number,” allows undefined numerical values to be carried with data having a numerical 
value. For the SMGC data, any point on land or missing data was assigned “NaN”. The 
“NaN” term is not recognized by ArcMap and once the data was loaded into MATLAB, 
several lines of code were included in the program to assign “-999” to points having 
“NaN” values. A matrix was created containing values for latitude, longitude, and the 
four parameters and was saved in a text file. Twelve iterations of the program were run, 
once for each month, generating 12 text files of 65,341 points (rows) and 3.1 megabytes 
each. 
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The 12 text files were manipulated in Exeel in a similar manner to the 
manipulation of the SSP files. However, beeause eaeh file length was less than the 
maximum allowable length of one Exeel spreadsheet (65,536), importation of one 
monthly file was eompleted at one time. Number formatting and saving as a dBase file 
were performed and the data was ready for importing into AreMap. 

3. Sediment Thickness 

Sediment Thiekness data, already in an AreMap-reeognizable shapefile (.shp), 
required no manipulation. 

4. Sediment Type 

The Surfaee Sediment Type database was already shapefile (.shp) formatted, and 
required no further manipulation. 

E. IMPORT DATA INTO ARCMAP SOFTWARE 

I. ArcMap 

The AreMap software used to perform analogous area determination and display 
is a highly eapable software eomponent of the latest AreGIS Desktop software (AreMap 
9.2) by the Environmental Systems Researeh Institute (ESRI). The AreGIS Desktop suite 
is a eomplete GIS software paekage that allows users to analyze spatial patterns, trends, 
and relationships that are not apparent in other software spreadsheets and databases. The 
software has the eapability of displaying data on a map and allowing users to perform 
advaneed geospatial analysis on the data and display the results (ESRI, 2008). AreMap is 
the main applieation in AreGIS used in mapping, editing, analysis, and querying. 
Geographie information is represented as a eolleetion of layers that ean either be 
displayed simultaneously or individually. The features of AreMap make it ideal for use 
in analogous area determination. 
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2 . 


Sound Speed Profile 


Eleven individual dBase files for eaeh month were ereated in the previous step of 
the proeess. The series of steps to import the files into AreMap and prepare them for 
analogous area determination are; Importing and Appending, Displaying the Data, and 
Exporting the Data. 


a. Importing and Appending 

In order to start importing the dBase files into AreMap it is neeessary to 
ereate a new data frame upon opening the software. While only one data frame may be 
“aetive” at a time, eaeh frame ean eontain as many layers as neeessary. Importing the 
data into AreMap is similar to importing data into Exeel and ean be performed by using 
the Add Data thumbnail on the toolbar. Only one of the 11 dBase files was added 
initially and, onee imported, was assigned to the new data frame ereated. AreMap has an 
Append feature that allows multiple data sets to be appended to the end of an existing 
data set if eaeh eontains equal number of eolumns. Eigure 13 shows a snapshot of the 
Append feature when appending ten dBase fdes to a previously added file. To ensure all 
data was added to AreMap during importation and appending, a eross-eheek with the 
Exeel workbook was performed. 
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Figure 13. Append feature of AreMap when importing January SSP .dbf files. 


After importing and appending the 11 SSP descriptor dBase files, an 
attribute table is generated that, in appearance, is very similar to the Excel worksheet. 
When importing the first dBase file, the header information is maintained and during the 
appending process, the corresponding fdes of data are appended to the first file based on 
the header information. The attribute table generated when the importing and appending 
process are complete is shown in Figure 14. The attribute table will become very useful 
during performance of the analogous area query. 
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Figure 14. ArcMap Attribute Table for January SSP data. 
b. Displaying the Data 

To display geographic data, ArcMap requires that a specific coordinate 
system be selected as a grid reference for proper placement of values. The data is 
displayed in a 2-dimensional (2-D) Cartesian coordinate plane. Any header information 
similar to a geographic coordinate system (i.e. latitude/longitude) will automatically be 
the variables selected for the x and y-coordinates in the display option. Figure 15 shows 
the data display window and options for selecting coordinate variables. Notice that a 
geographic-coordinate system has been selected. After variables for the x and y 
coordinates are selected, ArcMap displays all parameters at their respective latitude and 
longitude locations. 
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Figure 15. ArcMap Dialogue Box for displaying data. 


AreMap has the ability to individually display any SSP variable in the 
attribute table. This step can be performed after displaying the “xy” data. However, to 
understand the functionality of the display capability of ArcMap, it will be discussed 
here. The display box in Figure 16 shows the options for displaying variables. When 
displaying any one of the variables, it is important to ensure that the entire sample is 
included and that the points with no data (assigned a value of -999) are excluded. 
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Figure 16. ArcMap Dialogue Box for displaying a single SSP descriptor. 


Mixed Layer Depth (MLD) for January is shown in Figure 17. Cosmetic 
parameters like size, shape, and color can be adjusted to suit the needs of the user. The 
number of graduated categories can also be adjusted to meet the detail requirement of a 
user. In Figure 17, a 10-quantile criterion was selected for value graduation. 
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Figure 17. Mixed Layer Depth (MLD) for January. Units are in meters (m). 


c. Exporting the Data 

In the exporting process, the data imported into ArcMap as a dBase file is 
exported (saved) as a shapefile (.shp). After exporting the layer(s) in ArcMap, as shown 
in Figure 18, data can then be used for querying, the basis for analogous area search. 
During exporting, the data will be added as another layer within the active data frame and 
the original dBase layer can be removed. 
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Figure 18. ArcMap Export Data dialogue box. 


3. Wind Speed and Wave Height 

The dBase files of wind speed and wave height data are imported into ArcMap 
similarly to the SSP data. Each file is for an entire month and does not require the 
appending process used for the SSP fdes. Data display and exportation processes are 
identical to the SSP. Eigure 19 displays the mean wind speed for the month of January, 
binned into ten quantiles and symbolized with graduated color. 
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♦ 20.01-28.10 


Figure 19. January Mean Wind Speed. Units are in meters/second (m/s). 


4. Sediment Thickness 

The sediment thickness file, already in a shapefile format, is imported into 
ArcMap. No further manipulation is required in ArcMap other than changing the display 
options, ensuring that all samples are included. The global sediment thickness is 
displayed in Figure 20. White areas are locations with no data. 
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Figure 20. ArcMap display of global Sediment Thickness. Units are in meters (m). 


5. Sediment Type 

The Surface Sediment Type HFEVA data, also in shapefile format, required no 
additional manipulation to import into ArcMap. Loaded into the active layer with the 
Add Data feature, the layer needed manipulation only to change the display. Figure 21 is 
the HFEVA Surface Sediment Type ArcMap graphical display. Land and areas of no 
data are filled in with white. 
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Figure 21. ArcMap display of HFEVA Surface Sediment Type 


Twelve data frames were created, one for each month, and SSP descriptor data, 
wind speed and wave height data, sediment thickness, and sediment type for each month 
were added to the correct monthly data frame. After importation of all monthly data, 
analogous area determination could be performed. Figure 22 is a snapshot of the ArcMap 
display after all 12 monthly data frames were created and data added. Each data frame, at 
this point in the process, contained five layers; four for the imported data sets and one for 
the continents. The “active” data frame is in bold and only selected layers in that active 
data frame are displayed. The layers within a data frame are displayed in the order in 
which they are present in the data frame. In Eigure 22, March is the active data frame 
and only Sediment Thickness, HEEVA Sediment Type, and continents are displayed, 
with Sediment Thickness displayed on top. 
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Figure 22. 



ArcMap Display after all 12 months of SSP descriptors, SMGC wind speed and 
wave height, and sediment type and thickness data have been added. 
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IV. PERFORMING THE ANALOGOUS AREA SEARCH 


At the heart of the analogous area search is ArcMap’s ability to query data that 
has been added. ArcMap does not have the ability to query simultaneously between data 
frames or between layers in a data frame but other features exist that allow the analogous 
areas of one data layer to be the only locations that the query of the next layer can select 
from. Performing the analogous area search involves a small number of sub-steps and 
each will be discussed here. The general process consists of finding the locations that 
first meet the query criterion of one layers’ descriptors and then using those areas to 
begin the selection of the next layer’s descriptors. The selected analogous areas of one 
data set are used as the initial locations for the next search and so forth. 

A. LOCATE TARGET AREA SSP DESCRIPTORS, WIND SPEED AND 

WAVE HEIGHT, SEDIMENT THICKNESS, AND SEDIMENT TYPE 

I. SSP Descriptors 

The first step in using ArcMap’s querying capability is determining the target 
area’s SSP descriptor values for the month in which an exercise or mission is to take 
place. From the attribute table, the latitude and longitude of the target area can be 
queried. The ArcMap attribute table returns the results of the search and are highlighted 
in the table. After locating the target area, the SSP descriptors were copied into an Excel 
spreadsheet for use in a later step. For the example used in this thesis, the mission in the 
target area is to be conducted in January. The dialogue box used for querying the target 
area’s January SSP descriptors is displayed in Figure 23 with the results highlighted in 
Figure 24. 
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Select by Altribulet 



Figure 23. ArcMap Dialogue Box for querying target area SSP descriptors. 



Figure 24. ArcMap result of query of target area parameters. 

2. Wind Speed and Wave Height 

The target area wind speed and wave height values are obtained in the same 
manner as obtaining the SSP descriptor values. Wind speed and wave height values are 
copied into an Excel worksheet for later use. 

3. Sediment Thickness 

Because the sediment thickness data is not displayed as a latitude and longitude 
point like the SSP and SMGC data, but rather as polygons, there is no ability to query for 
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the target area sediment thickness according to latitude and longitude. ArcMap’s Identify 
tool was used to determine the sediment thickness. Coordinates of the map cursor are 
displayed below the map and once the cursor is on the desired latitude and longitude, 
clicking on that point will return the value (see Figure 25). The values for sediment 
thickness are known as GRIDCODEs. The sediment thickness data is independent of the 
month so once the value has been determined for one month, the value can be used for 
successive months. The returned sediment thickness value of 2001 meters is then copied 
to an Excel worksheet for later use. 



Eigure 25. ArcMap’s Identify tool for determining target area sediment thickness. 


4. Sediment Type 

The sediment type of the target area location is determined using the Identify tool 
as well. Here, as shown in Eigure 26, sediment type is given in the LABEE field and for 
this target area example, is clay. Sediment type is also independent of the month and can 
therefore be used for any month during analogous area determination and is copied to an 
Excel worksheet with all of the other parameters’ values. 


63 













Figure 26. ArcMap’s Identify tool for determining target area sediment type. 


When all values for the target area parameters have been identified and eopied to 
an Excel spreadsheet, the important parameters for the specific mission are selected. 

B. DETERMINE MISSION-IMPORTANT DESCRIPTORS 

An ideal analogous area tool would have the capability to work for a variety of 
missions. The determination of the type of mission is of paramount importance because 
it affects the data used. Individual parameters (descriptors) within the data used to 
determine analogous areas for an ASW operation in deep water will be different from 
those chosen for use in a littoral mine-hunting scenario due to the contrast in 
environments. Not only does the mission type affect the selection of individual 
parameters but it also determines the importance (weight) of each parameter in the 
comparison process. The type of mission selected for this discussion is a deep-water 
ASW mission with the purpose of locating and tracking a submarine operating in the 
northeastern South China Sea. 
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There are a number of data sets that would benefit analogous area determination 
but the ones seleeted for use in this thesis provide signifieant aeoustie relevance to 
identifying analogous areas. While wind speed and wave height data, sediment 
thickness, and sediment type are important for both deep water and shallow water 
missions, the importance of the individual SSP descriptors varies according to the 
mission and only the descriptors affecting sound propagation should be selected to 
determine analogous areas. The proper selection of SSP criteria has immense importance 
for the accuracy of the returned analogous areas. 

1. Deep Ocean Important SSP Descriptors 

The deep ocean sound propagation environment is profoundly different from the 
shallow water environment. Within the deep ocean, several layers can exist and long 
range sound propagation is possible. Many of the SSP descriptors defined are important 
in determining analogous areas for a deep-water mission. The most significant 
descriptors are: MLD, Thermocline Gradient, DSC Depth, DSC Sound Speed, DSC 
Strength, Sound Speed Excess, and Bottom Depth. 

2. Shallow Water Important SSP Descriptors 

Shallow water is defined as water less than 100 fathoms (~ 183 meters) in USW 
doctrine; it comprises approximately 7.6 percent of the world’s oceans (NAVOCEANO, 
1999, p. 93). Within this 7.6 percent, however, the acoustic environment is more variable 
and complex than in deeper waters. The biggest difference between shallow and deep 
waters is the lack of convergence zone propagation and a deep sound channel. The 
absence of both of these limits the range of acoustic propagation. The sound propagation 
in shallow waters is highly variable and depends on sea surface temperature (SST), 
salinity, MED, water depth, and bottom composition. As sound propagates, the upper 
and lower boundaries of the shallow water environment (surface and bottom) form a 
channel of trapped sound. However, more transmission loss occurs per unit range in 
shallow water due to the multiple interactions with the surface and bottom. 
Environmental factors also have a more dramatic effect on the ambient noise in a shallow 
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environment. Tides, upwelling, freshwater runoff, biologies, and shipping all affeet the 
shallow-water aeoustie propagation variability. In faet, shallow-water ambient noise 
levels are approximately 9 deeibels (dB) higher than deep-water levels in the frequeney 
range 100 Hz to 1 kHz for the same sea state and shipping density (NAVOCEANO, 
1999, p. 95). 

Seleeting the SSP deseriptors most important in shallow-water sound propagation 
is erueial in returning aeeurate analogous areas. These SSP deseriptors are: SST (due to 
strong horizontal temperature variations over short distanees), MED and Mixed Eayer 
properties (due to sudden variations in time and spaee). Bottom Depth, Bottom Sound 
Veloeity (due to its affeet on the aeoustie impedanee), and Sound Veloeity Differenee. 

Eor the example presented here, the deep water ASW mission will use the deep¬ 
water SSP deseriptors, wind speed, wave height, sediment thiekness, and sediment type 
to determine the analogous areas for the target loeation. 

C. WEIGHT THE PARAMETERS 

The mission-dependent SSP parameters, wind speed, wave height, sediment type, 
and sediment thiekness are important in finding analogous areas, but their relative 
importanee is not equal. Therefore, it is neeessary to apply a numerieal “weight” to the 
various ehosen parameters in order to aeeount for their relative importanee quantitatively. 
In the approaeh in “USW Area Analogs,” weights were assigned to the fuzzy entropies 
ealeulated to aehieve a “weighted mateh seore” (Everett, 2005, p. 53-56). The weights 
eould be adjusted in a MATLAB program aeeording to mission type. Modifieation and 
re-running of eomputer programs every time a different mission is seleeted is very 
eumbersome and is avoided in the analogous area tool here. 

Here, AreMap is used to determine analogous areas by querying a range of values 
eentered on the target area values. In order to apply the weighting in AreMap, the range 
of the query is adjusted. Eor example, to find an exaet mateh of the target area, a query 
of the exaet values would be performed. While finding an area that is eompletely 
analogous to the target area would be ideal, the variability of the parameters prohibits 
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such findings. However, if one parameter is more important than another, then limiting 
the range of the query for that parameter would apply a higher weight. This proeess was 
used when assigning weights here. 

As a starting point, querying a range of values within 10 pereent of the target area 
values eould be performed. The resulting analogous areas would have parameter values 
that are within 10 pereent of the target area values. If the results of the “10 pereent 
eriteria” yield no useful areas, then changing the query to values that are within 20 
pereent (30, 40, 50 pereent, ete.) of the target area values, will likely yield more results. 
A proeess like this provides a scaled seareh and produees sealed results. In weighting the 
parameters, different pereentage eriteria of the target area’s values are needed to be 
queried. For example, if DSC depth is more important than bottom depth, then querying 
for 10 pereent around the target area’s DSC depth and 20 pereent around the target area’s 
bottom depth would generate weighted results. 

For the ASW example here, the “10 pereent eriteria” was used for DSC Depth, 
DSC Sound Speed, DSC Strength, MLD, Sound Speed Exeess, and Thermoeline 
Gradient. The “20 pereent eriteria” was used for Bottom Depth, Sediment Thiekness, 
Sediment Type, Wind Speed, and Wave Height. To be eomplete, for a shallow water 
mission, querying eriteria eould be; “10 pereent eriteria” for MLD, MET, Mixed Layer 
Sound Speed, Bottom Depth, Sediment Thiekness, Sediment Type, Wind Speed, and 
Wave Height and “20 pereent eriteria” for Bottom Sound Speed, SST, and Sound Speed 
Differenee. Teehnieally, there is no sealed weighting for the Sediment Type parameter 
and all queries based on sediment type are exaet-mateh queries. In addition, all binary 
SSP deseriptors are used in the querying proeess so only SSPs whose binaries mateh 
exaetly to the target area will be returned. 

Two additional queries are used here to provide a eomparison of the returned 
analogous areas after modifieation of the querying eriteria: 1) “20 pereent eriteria” for 
MLD, Thermoeline Gradient, DCS Sound Speed, DSC Depth, DSC Strength, and Sound 
Speed Exeess and “30 pereent criteria” for Bottom Depth, Wind Speed, Wave Height, 
and Sediment Thiekness, and 2) “20 pereent eriteria for DSC Sound Speed, DSC Depth, 

DSC Strength, and Sound Speed Exeess, “30 pereent eriteria” for MLD and Thermoeline 
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Gradient, and “40 percent criteria” for Bottom Depth, Wind Speed, Wave Height, and 
Sediment Thickness. A summary of the query criteria and the associated parameters used 
in the ASW example analogous area search is in Table 4. 


Query A 

Query B 

Query C 

ExattMaich 

E xaci Match 

Exact Maich 

Iso velocity 

Isovelocity 

Is ovB locity 

U pv ard Refracting 

Upward Refracting 

Upward Refracting 

Dcwnward Refracting 

Downward Refracting 

Downward Refracting 

No DSC 

NoDSC 

NoDSC 

Sediment Type 

Sediment Type 

S ediment Type 

10 % criteria 

20 % criteria 

20% criteria 

DSC Sound Speed 

DS C S ouird Speed 

DSC Sound Speed 

DSC Depth 

DSC Depth 

DSC Depth 

DSC Strength 

DS C S trength 

DS C S trength 

S ound S peed E xc ess 

S oind Speed Excess 

S ound Speed Excess 

MLD 

MLD 


Thermochne Gradient 

Thermocline Gradient 

30% criteria 



MLD 

20% criteria 

30% criteria 

Thermocline Gradient 

Bottom Depth 

Bottom Depth 


Wind S peed 

Wind S peed 

40% criteria 

Wave Height 

Wave Height 

Bottom Depth 

Sediment Thickness 

S ediment Thickness 

Wind S peed 



Wave Height 



S ediment Thickness 


Table 4. Three query criteria used for analogous area determination. 


The previously mentioned Excel spreadsheet containing the target area values 
have been modified to calculate the “10, 20, 30, and 40 percent criteria” query range 
values upon entering the target area’s parameter values. This minimizes the amount of 
time needed to update query ranges if a change is needed or a new target area is selected. 
Because the user of the analogous area tool has full control over the query criteria, it is 
recommended that a sensitivity analysis be performed after all scenarios are run to find 
the most accurate weighting for the selected parameters. 
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D. DETERMINE THE ANALOGOUS AREAS 


Once the mission-dependent parameters have been weighted and query ranges 
determined, ArcMap’s ability to rapidly query a multitude of data points can be utilized. 
Since layers within the monthly data frames cannot be searehed simultaneously, querying 
one data layer at a time is required. The order used to query here is Sediment Type, 
Sediment Thickness, SMGC Wind Speed and Wave Height, and SSP descriptors. The 
order was selected so that after all data layers have been queried, the resulting analogous 
areas could be identified by latitude and longitude within the attribute table. If sediment 
thickness or type were the final layer to be queried, locating the analogous areas by 
latitude and longitude would not be possible since these descriptors are not located in 
their attribute table. For the ASW example, the mission month is January so it is 
necessary to use the January target area values to query all months to find the analogous 
areas for eaeh month. Mission planners can then decide whieh month provides the best 
opportunity to train. 

1. Sediment Type 

In the query process, ArcMap searches through the attribute table of data looking 
for locations that meet the criteria. The first step is to activate the January data frame, 
and from the “Selection” menu at the top of the screen, select the option “Select By 
Attributes”. This option allows users to query data based on numerical values within the 
data layer. After selecting, another dialogue box will be displayed, as shown in Figure 
27, in which the query criteria can be entered. Seleet the HFEVA Sediment Type data 
layer from whieh to search. Then, by clieking on the “CAT,” which is the category of 
sediment, and formulating an equality statement as in Figure 27, the query can be 
performed. The target area sediment type is clay, whose “CAT” (category) is “23”. 
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Figure 27. ArcMap dialogue box of “Select By Attributes” for HFEVA Sediment Type. 


When the query is complete, any locations meeting the query criteria will be 
displayed on the map, as in Figure 28. Opening the attribute table for the HFEVA 
Sediment Type layer will also indicate how many records, if any, were found matching 
the criteria and clicking the “Show Selected” button will highlight the points meeting the 
entered criteria. The data is then exported to a new shapefile for use in the query of the 
next layer of data. 
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Figure 28. ArcMap display of HVEVA Sediment Type data meeting query criteria. 
Matching locations are displayed in green on the map and are highlighted in the attribute 

table. 


2. Sediment Thickness 

To include additional data not in the same layer as the HFEVA Sediment Type, 
the “Select By Eocation” feature is first used to select the data within the Sediment 
Thickness layer that matches the locations of the queried FIEEVA Sediment Type data 
layer results. Eigure 29 displays the dialogue box of performing the “Select By 
Eocation” to match the sediment thickness data to the area of the sediment type query 
result. It is important to “select features from” the layer that has not yet been queried and 
select the new exported queried layer as the one from which selection is performed. 
Areas of the sediment thickness layer that intersect the areas of the “clay” bottom type 
are selected and saved. However, sediment type does not have the extent of global 
coverage as sediment thickness and any sediment thickness areas outside the boundaries 
of the sediment type data will not be returned by the query. Having more sediment type 
coverage may be beneficial but any “cut off’ locations that could have been analogous 
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areas would be extremely far from USN homeports and most likely would not be used. 
The resulting “location match” of the sediment thickness data is then queried for 
sediment thickness values using the “Select By Attributes” feature as performed with 
sediment type. The query criterion is entered as an “AND” statement such as “Variable 
Name is greater than low end of query range AND Variable Name is less than high end 
of query range.” The locations meeting the query criteria, if any, are displayed on the 
map and highlighted in the attribute table. The resultant layer is now useful for all 
months because the target area sediment thickness and sediment type do not temporally 
change and the layer can be copied into every other monthly data frame to continue the 
querying process. 



Figure 29. 


ArcMap dialogue box for matching sediment thickness layer to the queried result 

of the sediment type. 
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3. 


Wind Speed and Wave Height 


To begin the query of wind speed and wave height, the “Select By Location” is 
performed as was completed on the Sediment Thickness data layer. The SMGC layer is 
selected to match the sediment type and sediment thickness analogous areas. The SMGC 
wind speed and wave height data are not at the same resolution as the sediment data (1° 
and .12°, respectively) and, therefore, the “intersect” option will not return the areas that 
match the queried sediment (type and thickness) data layer. In order to ensure that all 
queried sediment data are included in the “Select By Location” of the SMGC data, a 
buffer of .708 decimal degrees is created around the sediment data (see Figure 30) so any 
SMGC data point located within that distance will be returned. This value is slightly 
larger than the length of a line connecting the corner of a 1° by 1° box to the center of the 
box. The location-match result is then exported and queried using the “Select By 
Attributes” feature to identify analogous areas now meeting sediment type, sediment 
thickness, and wind speed and wave height criteria. The result is exported to a new layer. 



Figure 30. ArcMap dialogue box of matching SMGC data to sediment type and sediment 

thickness analogous areas. 
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4. 


SSP Descriptors 


To complete the analogous area determination, the proeesses deseribed in the 
previous seetions are used to query within the SSP deseriptors’ data layer. The “Seleet 
By Loeation” feature, using the buffer of .708 deeimal degrees as used in the previous 
seetion, is utilized first to reduee the SSP deseriptor loeations to mateh the analogous 
areas’ layer produeed from the Sediment Type, Sediment Thiekness, and SMGC Wind 
Speed and Wave Height. A new layer, ereated after exporting the results of the “Seareh 
By Loeation” query, is then searehed to loeate the SSP deseriptors matehing the pre¬ 
determined seleetion eriterion of seetion C. The analogous areas that are identified are 
the analogous areas that meet the eriteria of all data used. 

The proeess deseribed in this seetion is reprodueed for the 11 remaining months 
to determine the analogous areas for all months eorresponding to the target area (for a 
partieular month). From the monthly analogous areas, the best training options ean be 
identified. The “best” options are determined by mission and exereise planners and 
depend on proximity to loeal homeports and time of year. Cosmetie proeedures are used 
to generate a final display of the analogous areas. 

E. DISPLAY THE ANALOGOUS AREA RESULTS 

During the proeess deseribed here, eaeh new layer that is ereated during the 
exporting of the individual queries ean be displayed by “eheeking” the box beside the 
layer name. While it is useful to observe the ehanges between the layers, the final display 
of the analogous area seareh result is the most useful and ean be enhaneed by adding 
additional shapefiles and ehanging the font options of the markers. 

To display the analogous area maps here, two additional shapefdes are imported 
into AreMap: one for displaying the oeean (in a light blue eolor) and one for displaying a 
grid of latitude and longitude lines at five degree intervals as shown in Figure 31. These 
shapefiles are optional but the aestheties they provide in displaying the analogous area 
tool are benefieial. 
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Figure 31. ArcMap display of continents, ocean color, and gridded latitude and longitude 

lines used for final display of analogous areas. 


Results and validation of the analogous area search for the ASW mission example 
are presented in the next chapter. 
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V. 


EXAMPLE ANALOGOUS AREA RESULTS 


The steps provided in the previous chapter were used in determining the 
analogous areas, if any, for the ASW example presented here. The goal of the analogous 
area tool was to find locations that were environmentally similar to the target area during 
the month of January. Table 5 provides a summary of the target area’s values for the SSP 
descriptors, SMGC wind speed and wave height, sediment type, and sediment thickness. 
Query criteria were applied to these values to determine the query parameters and ranges 
to be used in ArcMap. The results for Query A, Query B, and Query C follow. 


PARAMETERS 

Target Values 

Latitude 

20 

Longitude 

119 

Isoveiocity 

0 

Upward Refracting 

0 

Downward Refracting 

0 

No DCS 

0 

SST 

23.98 

Sound Speed @ bottom 

1509.24 

Sound Speed Difference 

47.75 

MLD 

45 

MLT 

23.85 

Mixed Layer Sound Speed 

1530.93 

Thermociine gradient 

-0.20119 

DSC Sound Speed 

1483.18 

DSC Depth 

1100 

DSC Strength 

26.06 

Sound Speed Excess 

-21.69 

Bottom Depth 

3178 

Mean Wind Speed 

18.3 

Mean Wave Height 

1.9 

Sediment Thickness 

2001 

Sediment Type 

ciay 


Table 5. Summary of January Target Area parameters and values. 


A. QUERY A 

To test the analogous area tool, it was important to modify the weights of the 
parameters to observe a change in the analogous areas returned by the query. The set of 

criteria from Table 4 was used as a starting point to test the analogous area tool and was a 
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combination of the “10 percent” and “20 percent” criteria. More important parameters to 
the ASW mission were assigned to the “10 percent” group and less important ones were 
assigned to the “20 percent” group. In this case, all analogous areas returned would have 
values within ten or twenty percent of the corresponding target area values. 

1. ArcMap Display of Analogous Areas for Query A 

After completing the process for Query A in ArcMap, the analogous areas were 
displayed as described in the previous chapter. Figures 32-34 are the monthly analogous 
areas corresponding to the target area in January. There were no returned analogous 
areas for April through December and only the displays of January, February, and March 
are provided. The analogous areas are displayed in magenta. 

The displays of the analogous areas for these months are somewhat misleading in 
that the actual “area” shown in magenta is larger than the actual “point” where the 
analogous area is located. ArcMap automatically resizes the symbols based upon the 
scale of the display to allow easy identification of highlighted areas. Closer inspection of 
the areas in a larger scale display provides a more spatially accurate representation. As 
observed in Figures 32-34, the analogous areas for Query A are limited. 
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Figure 32. Query A analogous areas in January for Target Area in January. 
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Figure 33. Query A analogous areas in February for Target Area in January. 
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Figure 34. Query A analogous areas in March for Target Area in January. 
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The ArcMap attribute tables (Tables 6 through 8) display the aetual latitude and 
longitude of the analogous areas as well as the value of their parameters. A quiek spot- 
eheek of any loeation can be used to verify the queried parameter values meet the criteria 
of Query A. In Table 6, the actual target area (20°N, 119°E) is returned as an analogous 
area. Because query ranges were centered on the target area values for January, the 
return of the target area is expected and is the first verification that the analogous area 
tool is working correctly. 



Table 6. Query A attribute table of January analogous areas with SSP descriptors. 



Table 7. Query A attribute table of February analogous areas with SSP descriptors. 



Table 8. Query A attribute table of March analogous areas with SSP descriptors. 

2. Visual Comparison of Sound Speed Profiles and Ray Traces 

The sound speed profde (SSP) is, more than any other data set used here, the 

primary environmental characterization influencing acoustic sound propagation. 

Therefore, visual comparison of the target area SSP to the analogous area SSP validates 
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the results of the process. The SSP for an analogous area in March, located at 25.75°S, 
165.25°E, is used as an example for comparison with the January target area SSP and is 
shown in Figure 35. As can be observed, the two SSPs are very similar in shape with key 
features at almost identical depths; it is reasonable to expect the acoustic propagation 
characteristics in both environments would be similar. 


Sound Speed Profiles Query A 



Figure 35. Sound Speed Profiles for Target Area in January (blue) and March analogous area 

(red) for Query A. 

The ray traces (see Figures 36 and 37) for the target area in January and the 
March analogous area reveal the expected path sound rays would take based on the SSP 
structure. The rays shown are depictions of sound rays from a source at 100 meters 
launched at 21 different degree angles (-10, -9, -8, -7, -6, -5, -4, -3, -2, -1, 0, 1, 2, 3, 4, 5, 
6, 7, 8, 9, 10), with the surface and bottom boundaries modeled as perfectly reflecting 
planar interfaces. The two ray trace plots are visually similar and, like the SSP 
comparison from above, validate the accuracy of the analogous area tool here. 
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Ray Trace 



Figure 36. Query A ray trace of Target Area in January. 

Ray Trace 



Figure 37. Query A ray trace of March analogous area. 


B. QUERY B 

Only 12 analogous areas were returned for the target area in January using Query 
A which are not useful for USN mission and exercise planners. None of the returned 
analogous areas are within close proximity to homeports. It will be up to the analogous 
area tool users to decide how much similarity can be sacrificed to find analogous areas 
close to USN waters and homeports. Query B criteria uses a wider range for the query as 
the important parameters are weighted differently from the criteria of Query A. Although 
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Query B is a less stringent query, the analogous areas returned have parameter values that 
are within 20 pereent or 30 pereent of the target area’s January parameter values. 

1. ArcMap Display of Analogous Areas for Query B 

Figures 38-49 display the analogous areas found in eaeh month aeeording to 
Query B. Unlike the results of Query A, Query B produeed analogous areas for all 
months. As before, the analogous areas are shown in magenta and ean be highlighted in 
the attribute table to see the exaet loeations. The number of analogous areas per month 
produeed for Query B is: January - 94, February - 134, Mareh - 168, April - 88, May - 
22, June - 27, July - 27, August - 10, September - 5, Oetober - 21, November - 14, and 
Deeember - 64. Based on numbers alone, it would appear that Mareh provides the best 
option for training for the ASW mission, but eloser inspeetion finds that the month 
providing options elose to US homeports is Oetober. Several analogous areas loeated in 
this month are off the east eoast of the United States and in elose proximity to U.S. 
homeports. 
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Figure 39. Query B analogous areas in February for Target Area in January. 
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Figure 40. Query B analogous areas in Mareh for Target Area in January. 


88 













































































































































































































































































































































































Figure 41. Query B analogous areas in April for Target Area in January. 
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Figure 42. Query B analogous areas in May for Target Area in January. 


90 
















































































































































































































































































































































91 







































































































































































































































































































































































Figure 44. Query B analogous areas in July for Target Area in January. 
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Figure 48. Query B analogous areas in November for Target Area in January. 
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Figure 49. Query B analogous areas in December for Target Area in January. 
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2 . 


Visual Comparison of Sound Speed Profiles and Ray Traces 


The analogous area closest to U.S. waters for all months is chosen to validate the 
analogous area determination for Query B. The analogous area (31°N, -76°W) SSP is 
displayed on the same plot with the target area SSP from January in Figure 50. The SSPs 
do not match as closely as in Query A; however, the SSP descriptors used in Query B 
criteria match well. For example, visual inspection reveals the DSC Depth for both 
profiles is located at 1100-1200 meters and the MLD is at 45-50 meters. The attribute 
table for the Query B October analogous area confirms both depths, 1200 meters and 45 
meters, respectively. 

Sound Speed Profiles Query B 



Figure 50. Sound Speed Profiles for Target Area in January (blue) and October analogous 

area (red) for Query B. 

The same source depth and ray angles were used in the ray tracing for this 
analogous area and the target area. Visual analysis of the ray traces (Figures 51 and 52) 
of the target area and the analogous area chosen for comparison show that, like those in 
Query A, they are almost identical, with the exception being the shift to the right by 
approximately 3 km in the analogous area ray trace. This shift can be attributed to the 
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difference in bottom depth between the two areas; it can easily be seen that if the target 
area depth were several hundred meters deeper, the ray traces would shift right and 
parallel those of the analogous area. 


Ray Trace 



Figure 51. Query B ray trace for Target Area in January. 


Ray Trace 



Figure 52. Query B ray trace for October analogous area. 

C. QUERY C 

As expected, more analogous areas were returned for Query B than in Query A. 

Flowever, with the exception of the month of October, no month returned analogous areas 

close to USN waters and homeports. The purpose of Query C was to see how many more 

analogous areas would be returned if the search criteria were relaxed. While all Deep 

Sound Channel parameters were assigned the “20 percent” criterion, the “30 percenf’ 

criterion was applied to MLD and Thermocline Gradient and the “40 percent” criterion 
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applied to bottom depth, wind speed, wave height, and sediment thiekness. All returned 
analogous areas will have parameter values within 20, 30, or 40 percent of the target 
area’s January values. 

1. ArcMap Display of Analogous Areas for Query C 

Figures 53-64 display the monthly analogous areas found according to Query C. 
Analogous areas were returned for all months using Query C. The analogous areas are 
shown in magenta and can be highlighted in the attribute table to obtain the monthly total, 
location, and the SSP descriptor information. The number of analogous areas per month 
produced for Query C is: January - 277, February - 378, March - 435, April - 475, May 
- 176, June - 65, July - 62, August - 42, September - 54, October - 66, November - 
104, and December - 179. Here, the numbers may again suggest that April provides the 
largest number of available options to train for the ASW mission, but the analogous areas 
closest to the U.S. were returned for the months of October and September. The 
analogous area chosen for comparison with the target area is off the east coast of the 
United States and is in close proximity to U.S. homeports. 
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Figure 53. Query C analogous areas in January for Target Area in January. 
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Figure 56. Query C analogous areas in April for Target Area in January. 
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Figure 57. Query C analogous areas in May for Target Area in January. 
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Figure 58. Query C analogous areas in June for Target Area in January. 
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Figure 60. Query C analogous areas in August for Target Area in January. 
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Figure 61. Query C analogous areas in September for Target Area in January. 
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Figure 64. Query C analogous areas in December for Target Area in January. 
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2 . 


Visual Comparison of Sound Speed Profiles and Ray Traces 


The analogous area elosest to US waters and homeports for any month is located 
at 30.75°N, -76.5°W, off the coast of the Southeastern United States. The SSPs for this 
location for the month of October and the target area are shown in Figure 61. The display 
looks identical to the SSP comparison display for Query B, with only a slight difference 
in the depth of the upper portion of the Deep Sound Channel. The selected analogous 
areas for both Query B and Query C occur during the month of October. While the 
locations of the analogous areas are not identical, they are adjacent to each other; it is 
reasonable to expect that the SSP will not change significantly over the spatial distance 
between the two points. Observation of the two SSPs reveals similar depths for the 
DSCD and MLD as in Query B; 1100-1200 meters and 45-50 meters, respectively, and is 
confirmed by the attribute table. 

Sound Speed Profiles Query C 



Figure 65. Sound Speed Profiles for Target Area in January (blue) and October analogous 

area (red) for Query C. 


113 










The ray traces, with the same source depth and ray angles as before, shown in 
Figures 66 and 67 further confirm the chosen analogous area to be representative of the 
target area in January. For most of the range of the ray trace, the two displays are 
practically identical. The only difference is the offset in range of the analogous area ray 
trace by 2 to 3 kilometers, due the greater bottom depth. 


Ray Trace 



Figure 66. Query C ray trace for Target Area January Sound Speed Profde. 

Ray Trace 



Figure 67. Query C ray trace for October analogous area Sound Speed Profde. 


D. MONTHLY COMPARISON OF QUERIES A, B, AND C 

The individual months for each query have been displayed but in order to show 

the variation in each month according to the query criteria. Figures 68 through 79 display 

the monthly analogous areas determined for the target area in January. The three query 

types used here. Query A, B, C, are displayed in yellow, blue, and magenta, respectively, 
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and simultaneously express the inereasing number of analogous areas returned as the 
query type ehanged and query ranges modified. Only January, February, and Mareh 
(Figures 68-70) inelude Query A sinee all other months produeed no analogous areas for 
that query. 
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Figure 68. January analogous areas for Query A, B, & C for Target Area in January. 
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Figure 71. April analogous areas for Query B & C for Target Area in January. 
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Figure 72. May analogous areas for Query B & C for Target Area in January. 
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Figure 73. June analogous areas for Query B & C for Target Area in January. 
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Figure 74. July analogous areas for Query B & C for Target Area in January. 
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Figure 75. August analogous areas for Query B & C for Target Area in January. 
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Figure 76. September analogous areas for Query B & C for Target Area in January. 
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Table 9 provides a summary of the number of analogous areas returned in each 
month for the three different queries. Query C produced more than three and a half times 
more analogous areas than Query B, which produced more than 54 times more areas than 
Query A. 



Query A 

Query B 

Query C 

January 

5 

94 

277 

February 

3 

134 

378 

March 

4 

168 

435 

April 

0 

88 

475 

May 

0 

22 

176 

June 

0 

27 

65 

July 

0 

10 

62 

August 

0 

10 

42 

September 

0 

5 

54 

October 

0 

21 

66 

November 

0 

14 

104 

December 

0 

64 

179 

TOTAL 

12 

657 

2313 


Table 9. Summary of monthly analogous areas for Query A, B, & C. 


The results of the example analogous area search using the three different query 
types produced vastly different numbers of analogous areas. Query B and Query C 
produced analogous areas in waters close to US homeports although the number of them 
was greater in Query C. A comparison of the SSPs and ray traces for all three queries for 
this particular scenario reveals that relaxing the search criteria from Query A to Query C 
sacrificed little in terms of the analogous areas’ environmental acoustic characteristics, 
while providing more options for training locations. Other mission types and target 
locations will likely demonstrate more significant differences than those shown in this 
example. 
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VI. CONCLUSIONS AND RECOMMENDATIONS 


To ensure the United States Navy remains the premier Navy of the world amidst 
the growing navies of other eountries, it is neeessary to take advantage of the new, 
innovative teehnologies to enhanee training opportunities to ensure USN forees are 
properly prepared for any mission. Training in environments elose to homeports whieh 
are environmentally eomparable to areas in whieh real-world missions will oeeur allows 
USN surfaee ships, submarines, and aireraft to effieiently prepare for those missions. 
Previous approaehed to analogous area determination have had limited applieability for 
various reasons; however, they have provided the ground work for the development of 
this analogous area tool whieh is immediately useful to the Fleet for any mission type and 
for any time and loeation in the world. 

The analogous area tool was developed based on an assessment of aooustieally 
relevant parameters of the undersea environment; further, the tool allows the USN user to 
seleet those parameters whieh are most important to sound propagation and deteetion. 
Data representative of those faetors (sound speed profiles, wind speeds and wave heights, 
and sediment thieknesses and types) were aeeessed via publiely available 
UNCLASSIFIED databases, manipulated in seientifie programs and spreadsheets, and 
ingested into a eapable software program, AreMap, for weighting, querying, and 
displaying of analogous areas. 

This method utilized elimatologieal data at a finer resolution and a larger 
eoverage area than the previous methods and permitted the identifieation of worldwide 
analogous areas for any target loeation. In the proeess, shapefiles (.shp) of sound speed 
profile deseriptors and mean wind speed and wave height were ereated that any 
organization ean easily use in analogous area searehes. Previous methods relied on 
MATLAB eode, whieh requires knowledge of the programming language and ean be 
very time eonsuming when ehanging weights and target areas. This method utilized the 
widely-used AreMap software and the data files ereated here to easily eonduet analogous 
area searehes. Additional data ean be easily ineluded in the proeess in the form of 
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ArcMap compatible shapefiles (.shp). Use of this method is not limited to USN 
organizations. Any organization whose work depends on oeeanographie and atmospherie 
properties ean benefit from the use of this tool (e.g. oil exploration, undersea fiber-optie 
network installation, atmospherie elimate ehange studies, eeologieal studies). 

An ASW seenario to loeate and traek an enemy submarine was used to test the 
analogous area tool. The steps outlined in this thesis were followed, and three queries, 
eaeh differently weighting the important parameters, were run. The resulting analogous 
areas for eaeh month were variable, yet eentered on the query eriteria, and were a basis 
for performing a sensitivity analysis of the returned loeations. The tool was validated by 
eomparing sound speed profdes and aeoustie ray traees of the analogous areas and the 
target area. The results demonstrated the aeeuraey of the tool and provided insight into 
the importanee of parameter seleetion and proper weighting. The validation eonfirmed 
that the analogous area tool developed here is an aeeurate and robust produet that the 
USN and others organizations ean immediately use. 

Beeause this was a developmental projeet intended for USW applieations, only 
the most aooustieally signifieant datasets were ehosen. However, there is no limit to the 
number and types of datasets that AreMap is eapable of handling and, therefore, inelusion 
of other data types is reeommended to improve the aeeuraey, applieability, and usefulness 
of the tool. While the data used in this thesis were UNCLASSIFIED, the addition of 
CLASSIFIED data is most likely benefieial to analogous area determination and is 
eertainly reeommended. CLASSIFIED data sets typieally eontain higher resolution data 
and may be of more taetieal use than UNCLASSIFIED data sets. 

One of the most desirable aspeets of this analogous area tool is that any user has 
the ability to establish any query eriteria around any parameter for any applieation. In 
the example here, only three query eriteria were used, eaeh with different weighting of 
parameters. It is important to avoid relaxing the seareh eriteria to yield results that are 
inaeeurate and have no usability; sensitivity analysis is definitely reeommended to 
prevent this. It is reeommended that users of this tool perform multiple queries to 
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achieve analogous area loeations that are useful for their speeifie purpose. Degree of 
similarity between the target and analogous areas must be balaneed with usefulness of 
analogous areas returned. 

The data used in this thesis were from elimatologieal databases and do not 
entirely represent the environment that may be eneountered in a target area at a speeifie 
time due to temporal variability and mieroseopie proeesses. Numerous databases exist 
and it is reeommended that future work in analogous areas identify the most suitable 
databases to ineorporate into the analogous area tool and to perform a sensitivity analysis 
of those databases. 
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